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		  Datasheet File OCR Text:


		  417 * all specifcations and photos are subject to change without notice. www.axiomtek.com pa cking list ordering information specifications dimensions r ea r  view front view 1  x power cor d 1  x power cor d 1  x rj-45 to db9 (f) 1.8m conso l e ca bl e (rc) cross ca bl e 1  x rj-45 to db9 (f) 1.8m conso l e ca bl e (rc) cross ca bl e n a- 8 1 2 b-r 6g i  u ltra low  p ower network  a pp liance with ul v   inte l ?  celeron ? ?  m 723, 6 10/100/1000mbps ? c k 9 a1 0 4   ca bl e  k it (p/n: 8816e320010e) 59416112100e  c a bl e db9 (m) - rj-45, l: 1.5m straig h t ca bl e 1u rackmount network  appliance platform with low p ower  intel ?  core?2 duo p rocessor , 6 lans and intel ?   am t NA-812B fe atures   ultra low power and high performance; intel ?   core?2 duo up to 2.26 ghz with 6mb l2 cache  processor   supports six 10/100/1000mbps ethernet ports   (intel ?  82574l/82567dm)   supports bios redirected to com port feature s   supports  amt  remote enclosure management   capability , system reset and firmware remote   uploading features    supports up to two 2.5? sa t a2 hdd   high computing performance and throughput for  processor and lan ports   suitable for network appliance: vpn, network  bandwidth controller , firewall and utm introduction the  NA-812B  1u  rackmountable  network  a pp liance  p latform  is  conf i g ured  with  an ultra low  p ower intel ?   c or e ? 2 duo  p rocessor  u p  to 2.26 ghz with mobile intel ? gm45  ex p ress  chi p set  to  deliver  exce p tional  p erformance  with  minimum  p ower  consum p tion.  two  ddr3  so-dimm  slots  su pp ort  800/1066  memor y   u p   to  4gb  ca p acit y .  available  with  six  gi g abit  ethernet  p orts  thru  pcie  interface,  the  p latform  delivers  hi g h  throu g h p ut.  to  ensure  an  uninterru p ted  network  connection,  the  NA-812B  su pp orts  a  b yp ass  function  which  is  activated  automaticall y   when  the  s y stem  is  p owered  down  or  off.  for  storin g   event  lo g   d ata,  the  NA-812B  has  s p ace  for  two  2.5 ?   s ata 2   hdd  or  one  3 .5 ?   s ata 2   hdd.  th e   bu i lt -in  in tel ?   active  mana g ement  technolo gy   4.0  allows  it  administrators  to  better discover, resolve, and  p rotect their networked com p utin g  assets.  c pu   low  p ower intel ?  core ? ? 2 duo processor onboard,  ? ? u p to 2.26 ghz  ( defult is intel ? celeron ? ? 723) ? chi p set   in tel ?  gm45 and intel ? ?  ich9-iem ? memor y   2  x  so -dimm ddr 3   800 /1 066  max. u p  to 4  g b   b i os ami 4mbit pnp  flash bios with function of bios     redirected to com  p ort h dd in te rf ace     2  x  2.5 ?  sa t a2 hdd  ( default )  or 1 x 3.5" sa ta  hdd  ( optional ) netwo rk in te rf ace   6  x 10/100/1000mbps ethernet  ( intel ?  82574l/82567dm) ? ss d   su pp orts diskonmodule throu g h sa t a2 interface  i/o interface  1 x console  ( rj-type ) , 2 x usb connector , 6 x rj-45  co nn ecto r wa tchdo g   ti mer  2 55 ste pp in g  for  p ortin g us b  2 x usb 2.0 port on front side, rest are internal pin headers pp expansion slot  p 1 x 32bit/33mhz minipci slot other feature  lan bypass function through wd t  and gpio pin control    yp gp p ower su pp l y   84w switching power supply  ( open frame ) mana g ement   in tel ?   am t  (active management  te chnology) 4.0 ? ca p abilit y    for remote contrd and dia g nosis os com p atibilit y    linux r edhat k ernel 2.6  fo rm  facto r   1u rackmount l e d     po we r,  hdd, lan bypass, link/act with transfer rate  ,, yp , operating  te mp.   pg p 0  c  ~ +45  c (32 (  f ~ 11 3  f)  ) storage  t emp.   gp - 20  c  ~ +7 0  c (-4 (  f ~ +1 58  f) ) humidity   y 10% ~ 95% rh, non-condensing ,g chassis material   steel d im e n s i o n s   44 mm  ( 1.7 3 " )   ( h )  x 4 30  mm  ( 1 6 . 93 " )   ( w )   x   2 4 8  mm  (9 .7 6 " )   ( d )     we ight  ( net/gross )   7 kg  ( 15.43 lb ) /8 kg  ( 17.64 lb ) certification   fcc class  a/ce class  a *  speci f ications an d  certi f ications are  b ase d  on options an d  may    v ary . * * r ecommend orderin g   o p tional cable kit with first order . low p ower amt dimensions pa cking list ordering information specifications fe atures 1 x power cord 1 x sata  cable 1 x utility cd (user's manual and driver) standard na-820  1u high performance network appliance with   -r7gi   lga775 socket for intel ?   pe ntium ?  4/core?2 duo    cpu, 7 10/100/1000mbps optional ck9a102  cable kit (p/n: 880800006a0e) 1u rackmount network  appliance platform with lga775 intel ?   core?2 duo p rocessor and 7 lans na-820   lga775 socket inte l ?  p entium ?  4/ pe ntium ?  d/  core?2 duo processor   supports seven 10/100/1000mbps ethernet ports  (intel ?  82573l)   supports bios redirected to com por t   support one 2.5? ide or sa ta  hdd   suitable for vpn, network bandwidth controlle r,   firewall and utm application s introduction the  na-820  1u  rackmount  network  appliance  with  7  front  lan  ports    supports  an  intel ?   core?2  duo  processor  with  a  800mhz  frontside  bus,  featuring  an  intel ?   945g  chipset  integrated  vga  function  and  built-in  pcie  gigabit  ethernet  interface.  to  prevent  network  problems  when  the  platform  shuts  down,  the  na- 820  supports  two  groups  of  lan  by-pass  function  through  wdt  and  gpio  pin  definitions.  in  addition,  the  platform  supports  two  high  bandwidth  ddr2  533/667  dimm  sockets  up  to  4gb  memory.  in  order  to  provide  the  best  network  performance  and  utilization,  this  network  security  platform  has  storage  interfaces  including  one  2.5?  ide  or  sata  hdd  and  compactflash?,  and  one  minipci slot with 32-bit/33mhz is available for expansion.  system cpu    lga775 socket for intel ?  p entium ?  4 (p rescott)/    pe ntium ?  d/ core?2 duo processor chipset    intel ?  945g + ich7r memory    2 x ddr2 533/667 dimm max. up to 4 gb (memory usage is       dependent upon chipset) bios    aw ard 4mbit pnp  flash bios with function of bios        redirected to com port hdd interface  1 x 2.5? sa ta  hdd     network interface  7 x 10/100/1000mbps ethernet (intel ?  82573l) ssd    1 x compactflash?  i/o interface  1 x rs-232 db9 connector , 2 x usb connector , 7 x rj-45     connector wa tchdog  ti mer  255 stepping for porting usb    2 x usb 2.0 port on front side, rest are internal pin headers expansion slot  1 x 32-bit/33mhz pci slot     1 x 32-bit/33mhz minipci slot  other feature  lan bypass function through wd t  and gpio pin control    (2 groups) po w er supply  270w  a tx power supply os compatibility  linux r edhat k ernel 2.4 and 2.6, freebsd mechanical/ env ironmental form factor  1u rackmount led    po we r,  hdd, link/act with transfer rate (rj-45) operating  te mp.  0  c ~ +45  c (32  f ~ 113  f) storage  t emp.  -20  c ~ +70  c (-4  f ~ +158  f) humidity    10% ~ 95% rh, non-condensing chassis material  steel dimensions    44 mm (1.73") (h) x 427.8 mm (16.84") (w) x 301 mm (118.5") (d ) we ight (net/gross)  8.2 kg (18.08 lb)/9.8 kg (21.61 lb) certification  fcc class  a/ce class  a * specifications and certifications are based on options and may    vary . ** r ecommend ordering optional cable kit with first order . rear view front view
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