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		  Datasheet File OCR Text:


		  cs2+ gnd isrc led1+ a c 0.1uf, 100v  or fuse vbat led2+ cs1+ ac+ ac-                                                                     85-347vac true one-wire  offline emergency light driver                                                                                                                                                                             preliminary d ata sheet general  description   ?   offline emergency light interface   ?   lowest cost solution   ?   includes full bridge diodes   ?   universal 85vac-347vac input   ?   single  wire  hv  conductor  eliminates  need for separate hv input wires  ?   on board battery charger  ?   two  on  board  resistor  programmed  current sources up to 100ma  ?   switch  driver  current  source  with  on  board debounce   ?   LND080A  for  use  with  normally  on  led  strings  (exit  signs).    button  removes  ac  to test battery connection.  ?   lnd080b  for  use  with  normally  off  led  strings  (emergency  lights).    button  removes ac and engages leds.  ?   lnd080b  autodetects  loss  of  ac  input  and engages led strings  ?   replaces standard transformer or ac  divider solutions  ?   10 pin epad-soic package  features        the  LND080A/b  are  single  wire  hv  conductor,  low  cost,  solutions  for  ac  offline emergency lighting.  the ln080 is  capable of operating from 120v, 277v, or  347v  without  requiring  the  user  to  utilize  different  input  wires.    this  reduces  returns  typical  in  the  emergency  lighting  market.       the  lnd080  includes  the  offline  full  bridge  diodes,  battery  charger  logic,  and  two resistor programmed current sources  which  can  provides  up  to  100ma  of  output each.       the LND080A is targeted at exit signs  and  the  lnd080b  for  emergency  lights.   a  switch  driver  and  debounce  circuitry  allow regulatory tests.       the  lnd080  are  packaged  in  10  pin  epad soic packages.   applications   ?   exit signs  ?   emergency lights  ?   battery backed-up lanterns  ?   ac charging led flashlights  ?   ac charging helmet lamps  typical application circuit   LND080A/b   ?   linear dimensions semiconductor inc.   ?   22620 ricardo rd, cupertino ca 95014 usa   ?   tel 312.321.1810   ?   fax 312.321.1830   ?   www.lineardimensions.com     ?  
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