

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						000AE			SK110			SC864810			DME2283			ELECT			6W09PLH			PSB2186H			AD7391SR			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				HM64-10470 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  6 6-101 model hm64 series model hm64 series micropower low pro?e surface mount inductors new product features and benefits ? lowest pro?e for portable platforms ? closed magnetic circuit for lowest emi ? low dcr and higher ef?iency ? operating frequency up to 2 mhz ? inductance range of 1 to 47 ? ? up to 1.67 amps continuous ? compatible with vapor phase and ir re?w soldering electrical / environmental operating temperature range -25? to +125? storage temperature range -40? to +85? ambient temperature, maximum 80? insulation system class f, 155? applications ? wireless and handheld devices ? pcmcia cards and disk drives ? inductor for general purpose use speci?ations subject to change without notice.

 6-102 model hm64 series .236 +0/-0.2 6.0 +0/-0.5 .295 +0/-0.2 7.5 +0/-0.5 .067 1.7 .067 1.7 .032 0.81 .20 5.08 .05 1.27 .120 3.05 max. max. bottom view recommended solder pad layout outline dimensions (inch/mm) specifications inductance rated  (1) part @100khz, 0.1 v rms dc current i sat (2) dc resistance number zero dc (h20%) with dc (min.) amps amps ? max. hm64-101r0 1.0 0.80 1.67 2.1 0.103 hm64-102r2 2.2 1.60 1.40 1.4 0.130 hm64-104r7 4.7 3.22 0.98 1.0 0.180 hm64-10100 10.0 6.96 0.67 0.68 0.240 hm64-10150 15.0 10.71 0.54 0.54 0.330 hm64-10220 22.0 15.26 0.45 0.45 0.360 hm64-10330 33.0 23.59 0.36 0.37 0.550 HM64-10470 47.0 32.48 0.31 0.31 0.850 notes:  (1) rated dc current is the approximately current at which inductance will be decreased by 30% from it? initial (zero  dc) value or the dc current at which  ? t = 40?, whichever is lower. (2) peak current (i sat ) for approximately 30% inductance roll-off.

 6 6-103 model hm64 series packaging standard: embossed tape & reel reel: diameter = 13?(330.2mm) capacity, units = 3,900 hm64       10       1r5 model series case size inductance code:   1st two digits are significant.   last digit denotes number of   trailing zeros.  values below   10  h "r" denotes decimal point.   ordering information
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