

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						HPI340			G1H10			0509S			NCE3055			CY8C32			DT71V			Z5237			J3303			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				NL20JTC101 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com 1       (888) 734-7347                                                                                                                                                                               rev 06/07 nl  series ? ferrite wirewound inductor   features ? wirewould on ferrite core design ? shows high reliability under mechanical and environmental stresses ? robust termination for outstanding mechanical strength ? provides exceptional q values characteristics ? high current option available ? for inductance values outside those li sted in the datasheet contact factory ? find frequency curves, environmental and packaging specs in related supplimental documents applications ? mircro televisions ? liquid crystal televisions ? video camera ? portable vcrs ? car radios ? mobile telephones ? radios inductance and current ranges ? nl05 0.12 ~ 10 h 1100 ~ 180 ma ? nl08 0.12 ~ 100 h 1500 ~ 120 ma ? nl10 0.01 ~ 220 h 450 ~ 50 ma ? nl12 0.01 ~ 1000 h 1050 ~ 30 ma ? nl20 1.0 ~ 10000 h 1800 ~ 25 ma how to order nl 05 k t c r10 sei type dimensions tolerance packaging design inductance type description code eia code tolerance code design code inductance nl wirewound 05 0805 j  5% standard r12 0.12   h 08 1008 k  10% c high  current 2r7 2.7   h 10 1210 m  20% 100 10   h 12 1812 101 100   h 20 2220

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com nl series ? ferrite wirewound inductor 2              (888) 734-7347                                                                                                                                                                               rev 06/07                                                                    fig 1                                                                                                                                                                                              fig 2 mechanical specifications - standard type/ code figure a max. b max. c max. d ref. e f g h i j units nl05 1 0.090 2.29 0.067 1.71 0.057 1.45 0.020 0.51 0.050 1.27 0.017 0.44 0.040 1.02 0.070 1.78 0.040 1.02 0.030 0.76 inches mm nl08 1 0.115 2.92 0.110 2.79 0.083 2.10 0.047 1.20 0.080 2.03 0.018 0.45 0.060 1.52 0.100 2.54 0.040 1.02 0.050 1.27 inches mm nl10 2 0.138 3.50 0.110 2.80 0.098 2.50 0.055 1.40 - 0.024 0.60 - 0.079 2.00 0.047 1.20 0.063 1.60 inches mm nl12 2 0.189 4.80 0.138 3.50 0.138 3.50 0.071 1.80 - 0.035 0.90 - 0.110 2.80 0.059 1.50 0.118 3.00 inches mm nl20 2 0.232 5.90 0.205 5.20 0.205 5.20 0.083 2.10 - 0.051 1.30 - 0.177 4.50 0.079 2.00 0.157 4.00 inches mm mechanical specificat ions - high current type/ code figure a max. b max. c max. d ref. e f g h i j units nl08(c) 1 0.115 2.92 0.110 2.79 0.083 2.10 0.047 1.20 0.080 2.03 0.020 0.51 0.060 1.52 0.100 2.54 0.040 1.02 0.050 1.27 inches mm nl12(c) 2 0.189 4.80 0.138 3.50 0.138 3.50 0.055 1.40 - 0.035 0.90 - 0.110 2.80 0.059 1.50 0.118 3.00 inches mm nl20(c) 2 0.232 5.90 0.205 5.20 0.205 5.20 0.071 1.80 - 0.051 1.30 - 0.177 4.50 0.079 2.00 0.157 4.00 inches mm

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com nl series ? ferrite wirewound inductor 3          (888) 734-7347                                                                                                                                                                               rev 06/07 electrical characteris tics - nl05 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl05-tr12 0.12 20 25.2 5, 10 700 0.18 1100 nl05-tr15 0.15 20 25.2 5, 10 900 0.18 1100 nl05-tr18 0.18 20 25.2 5, 10 600 0.20 800 nl05-tr22 0.22 20 25.2 5, 10 550 0.25 700 nl05-tr27 0.27 20 25.2 5, 10 550 0.30 700 nl05-tr33 0.33 20 25.2 5, 10 550 0.35 650 nl05-tr39 0.39 20 25.2 5, 10 420 0.35 600 nl05-tr47 0.47 20 25.2 5, 10 350 0.45 600 nl05-tr56 0.56 20 25.2 5, 10 300 0.45 550 nl05-tr68 0.68 20 25.2 5, 10 300 0.60 500 nl05-tr82 0.82 20 25.2 5, 10 300 0.55 500 nl05-t1r0 1.00 15 7.96 5, 10 280 0.80 450 nl05-t1r2 1.20 15 7.96 5, 10 280 0.90 400 nl05-t1r5 1.50 15 7.96 5, 10 250 1.05 350 nl05-t1r8 1.80 15 7.96 5, 10 120 0.90 350 nl05-t2r2 2.20 15 7.96 5, 10 110 1.10 320 nl05-t2r7 2.70 15 7.96 5, 10 70 1.20 320 nl05-t3r3 3.30 15 7.96 5, 10 60 1.50 300 nl05-t3r9 3.90 15 7.96 5, 10 55 1.60 300 nl05-t4r7 4.70 15 7.96 5, 10 45 2.10 200 nl05-t5r6 5.60 15 7.96 5, 10 40 2.30 250 nl05-t6r8 6.80 15 7.96 5, 10 36 2.70 200 nl05-t8r2 8.20 15 7.96 5, 10 33 3.30 180 nl05-t100 10.00 10 2.52 5, 10 30 4.00 180 electrical characteris tics - nl08 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl08-tr12 0.12 30 25.2 5, 10 800 0.10 1200 nl08-tr15 0.15 30 25.2 5, 10 800 0.15 1200 nl08-tr18 0.18 30 25.2 5, 10 600 0.20 1200 nl08-tr22 0.22 30 25.2 5, 10 600 0.25 1200 nl08-tr27 0.27 30 25.2 5, 10 425 0.30 1200 nl08-tr33 0.33 30 25.2 5, 10 400 0.20 1100 nl08-tr39 0.39 30 25.2 5, 10 375 0.40 700 nl08-tr47 0.47 30 25.2 5, 10 350 0.45 900 nl08-tr56 0.56 30 25.2 5, 10 325 0.30 850 nl08-tr68 0.68 30 25.2 5, 10 300 0.40 800 nl08-tr82 0.82 30 25.2 5, 10 260 0.45 700 nl08-t1r0 1.00 25 7.96 5, 10 245 0.50 600 nl08-t1r2 1.20 25 7.96 5, 10 230 0.55 600 nl08-t1r5 1.50 25 7.96 5, 10 182 0.65 550

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com nl series ? ferrite wirewound inductor 4              (888) 734-7347                                                                                                                                                                               rev 06/07 nl08-t1r8 1.80 25 7.96 5, 10 135 0.80 500 nl08-t2r2 2.20 25 7.96 5, 10 105 0.95 500 nl08-t2r7 2.70 25 7.96 5, 10 70 1.05 350 nl08-t3r3 3.30 25 7.96 5, 10 55 1.15 350 nl08-t3r9 3.90 25 7.96 5, 10 48 1.25 310 nl08-t4r7 4.70 25 7.96 5, 10 43 1.28 300 nl08-t5r6 5.60 25 7.96 5, 10 42 1.35 300 nl08-t6r8 6.80 25 7.96 5, 10 39 1.60 300 nl08-t8r2 8.20 25 7.96 5, 10 36 1.80 250 nl08-t100 10.00 25 2.52 5, 10 33 2.30 250 nl08-t120 12.00 20 2.52 5, 10 28 2.40 200 nl08-t150 15.00 20 2.52 5, 10 24 2.70 200 nl08-t180 18.00 20 2.52 5, 10 20 2.80 180 nl08-t220 22.00 20 2.52 5, 10 18 3.30 180 nl08-t270 27.00 20 2.52 5, 10 17 3.50 160 nl08-t330 33.00 20 2.52 5, 10 16 4.00 120 nl08-t390 39.00 18 2.52 5, 10 15 5.50 120 nl08-t470 47.00 18 2.52 5, 10 14 5.90 110 nl08-t560 56.00 18 2.52 5, 10 13 6.80 90 nl08-t680 68.00 18 2.52 5, 10 12 9.50 90 nl08-t820 82.00 18 2.52 5, 10 10 11.00 80 nl08-t101 100.00 12 1.00 5, 10 8 11.00 120 electrical characteris tics - nl10 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl10-t10n 0.010 15 100 10, 20 2500 0.13 450 nl10-t12n 0.012 17 100 10, 20 2300 0.14 450 nl10-t15n 0.015 19 100 10, 20 2100 0.16 450 nl10-t18n 0.018 21 100 10, 20 1900 0.18 450 nl10-t22n 0.022 23 100 10, 20 1700 0.20 450 nl10-t27n 0.027 23 100 10, 20 1500 0.22 450 nl10-t33n 0.033 25 100 10, 20 1400 0.24 450 nl10-t39n 0.039 25 100 10, 20 1300 0.27 450 nl10-t47n 0.047 26 100 10, 20 1200 0.30 450 nl10-t56n 0.056 26 100 10, 20 1100 0.33 450 nl10-t68n 0.068 27 100 10, 20 1000 0.36 450 nl10-t82n 0.082 27 100 10, 20 900 0.40 450 nl10-tr10 0.10 30 25.2 10 700 0.20 450 nl10-tr12 0.12 30 25.2 10 500 0.22 450 nl10-tr15 0.15 30 25.2 10 450 0.25 450 nl10-tr18 0.18 30 25.2 10 400 0.28 450 nl10-tr22 0.22 30 25.2 10 350 0.32 450 electrical characteris tics - nl08 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com nl series ? ferrite wirewound inductor 5          (888) 734-7347                                                                                                                                                                               rev 06/07 nl10-tr27 0.27 30 25.2 10 320 0.36 450 nl10-tr33 0.33 30 25.2 10 300 0.40 450 nl10-tr39 0.39 30 25.2 10 250 0.45 450 nl10-tr47 0.47 30 25.2 10 220 0.50 450 nl10-tr56 0.56 30 25.2 10 180 0.55 450 nl10-tr68 0.68 30 25.2 10 160 0.60 450 nl10-tr82 0.82 30 25.2 10 140 0.65 450 nl10-t1r0 1.0 30 7.96 10 120 0.70 400 nl10-t1r2 1.2 30 7.96 10 100 0.75 390 nl10-t1r5 1.5 30 7.96 10 85 0.85 370 nl10-t1r8 1.8 30 7.96 10 80 0.90 350 nl10-t2r2 2.2 30 7.96 10 75 1.00 320 nl10-t2r7 2.7 30 7.96 10 70 1.10 290 nl10-t3r3 3.3 30 7.96 10 60 1.20 260 nl10-t3r9 3.9 30 7.96 10 55 1.30 250 nl10-t4r7 4.7 30 7.96 10 50 1.50 220 nl10-t5r6 5.6 30 7.96 10 45 1.60 200 nl10-t6r8 6.8 30 7.96 10 40 1.80 180 nl10-t8r2 8.2 30 7.96 10 35 2.00 170 nl10-t100 10.0 30 2.52 10 30 2.10 150 nl10-t120 12.0 30 2.52 10 20 2.50 140 nl10-t150 15.0 30 2.52 10 20 2.80 130 nl10-t180 18.0 30 2.52 10 20 3.30 120 nl10-t220 22.0 30 2.52 10 20 3.70 110 nl10-t270 27.0 30 2.52 10 20 5.00 80 nl10-t330 33.0 30 2.52 10 17 5.60 70 nl10-t390 39.0 30 2.52 10 16 6.40 65 nl10-t470 47.0 30 2.52 10 15 7.00 60 nl10-t560 56.0 30 2.52 10 13 8.00 55 nl10-t680 68.0 30 2.52 10 12 9.00 50 nl10-t820 82.0 30 2.52 10 11 10.00 45 nl10-t101 100 20 0.796 10 10 10.00 40 nl10-t121 120 20 0.796 10 10 11.00 70 nl10-t151 150 20 0.796 10 8 15.00 65 nl10-t181 180 20 0.796 10 7 17.00 60 nl10-t221 220 20 0.796 10 7 21.00 50 electrical characteris tics - nl10 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com nl series ? ferrite wirewound inductor 6              (888) 734-7347                                                                                                                                                                               rev 06/07 electrical characteri stics - nl12 standard part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl12-tr10 0.10 28 25.2 10 700 0.44 800 nl12-tr12 0.12 30 25.2 10 500 0.22 770 nl12-tr15 0.15 30 25.2 10 450 0.25 750 nl12-tr18 0.18 30 25.2 10 400 0.28 700 nl12-tr22 0.22 30 25.2 10 350 0.32 635 nl12-tr27 0.27 30 25.2 10 320 0.36 635 nl12-tr33 0.33 30 25.2 10 300 0.40 450 nl12-tr39 0.39 30 25.2 10 350 0.45 450 nl12-tr47 0.47 30 25.2 10 220 0.50 450 nl12-tr56 0.56 30 25.2 10 180 0.55 450 nl12-tr68 0.68 30 25.2 10 160 0.60 450 nl12-tr82 0.82 30 25.2 10 140 0.67 450 nl12-t1r0 1.0 50 7.96 10 100 0.50 450 nl12-t1r2 1.2 50 7.96 10 80 0.55 430 nl12-t1r5 1.5 50 7.96 10 70 0.60 410 nl12-t1r8 1.8 50 7.96 10 60 0.65 390 nl12-t2r2 2.2 50 7.96 10 55 0.70 380 nl12-t2r7 2.7 50 7.96 10 50 0.75 370 nl12-t3r3 3.3 50 7.96 10 45 0.80 355 nl12-t3r9 3.9 50 7.96 10 40 0.90 330 nl12-t4r7 4.7 50 7.96 10 35 1.00 315 nl12-t5r6 5.6 50 7.96 10 33 1.10 300 nl12-t6r8 6.8 50 7.96 10 27 1.20 285 nl12-t8r2 8.2 50 7.96 10 25 1.40 270 nl12-t100 10 50 2.52 10 20 1.60 250 nl12-t120 12 50 2.52 10 18 2.00 225 nl12-t150 15 50 2.52 10 17 2.50 200 nl12-t180 18 50 2.52 10 15 2.80 190 nl12-t220 22 50 2.52 10 13 3.20 180 nl12-t270 27 50 2.52 10 12 3.60 170 nl12-t330 33 50 2.52 10 11 4.00 160 nl12-t390 39 50 2.52 10 10 4.50 150 nl12-t470 47 50 2.52 10 10 5.00 140 nl12-t560 56 50 2.52 10 9 5.50 135 nl12-t680 68 50 2.52 10 9 6.00 130 nl12-t820 82 50 2.52 10 8 7.00 120 nl12-t101 100 40 0.796 10 7 8.00 110 nl12-t121 120 40 0.796 10 6 8.00 110 nl12-t151 150 40 0.796 10 5 9.00 105 nl12-t181 180 40 0.796 10 5 9.50 102 nl12-t221 220 40 0.796 10 4 12.00 100 nl12-t271 270 40 0.796 10 3 12.00 92 nl12-t331 330 40 0.796 10 3 14.00 85 nl12-t391 390 40 0.796 10 3 16.00 80 nl12-t471 470 40 0.796 10 3 26.00 62 nl12-t561 560 30 0.796 10 2 30.00 50 nl12-t681 680 30 0.796 10 2 40.00 50 nl12-t821 820 30 0.796 10 2 35.00 30 nl12-t102 1000 30 0.252 10 2 46.00 30

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com nl series ? ferrite wirewound inductor 7          (888) 734-7347                                                                                                                                                                               rev 06/07 electrical characteris tics - nl20 standard part  number l (mh) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl20-t122 1.2 30 0.252 5, 10 1.5 17 75 nl20-t152 1.5 30 0.252 5, 10 1.4 20 70 nl20-t182 1.8 30 0.252 5, 10 1.3 30 60 nl20-t222 2.2 30 0.252 5, 10 1.2 35 55 nl20-t272 2.7 30 0.252 5, 10 1.1 55 45 nl20-t332 3.3 30 0.252 5, 10 1.0 60 40 nl20-t392 3.9 30 0.252 5, 10 1.0 70 38 nl20-t472 4.7 30 0.252 5, 10 0.9 78 36 nl20-t562 5.6 30 0.252 5, 10 0.8 85 33 nl20-t682 6.8 30 0.252 5, 10 0.7 110 30 nl20-t822 8.2 30 0.252 5, 10 0.6 125 28 nl20-t103 10.0 20 0.0796 5, 10 0.5 150 25 electrical characterist ics - nl08 high current part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl08-tc1r0 1.0 22 7.96 5, 10 350 0.35 1500 nl08-tc1r2 1.2 25 7.96 5, 10 300 0.40 1200 nl08-tc1r5 1.5 25 7.96 5, 10 300 0.45 1200 nl08-tc1r8 1.8 25 7.96 5, 10 300 0.55 1100 nl08-tc2r2 2.2 22 7.96 5, 10 250 0.60 1050 nl08-tc2r7 2.7 25 7.96 5, 10 70 0.70 1000 nl08-tc3r3 3.3 22 7.96 5, 10 55 0.75 900 nl08-tc3r9 3.9 25 7.96 5, 10 50 0.80 900 nl08-tc4r7 4.7 22 7.96 5, 10 45 0.90 800 nl08-tc5r6 5.6 22 7.96 5, 10 42 1.05 750 nl08-tc6r8 6.8 22 7.96 5, 10 40 1.00 750 nl08-tc8r2 8.2 22 7.96 5, 10 36 1.30 700 nl08-tc100 10.0 20 2.52 5, 10 35 1.50 700 nl08-tc120 12.0 20 2.52 5, 10 30 1.70 550 nl08-tc150 15.0 20 2.52 5, 10 24 1.90 500 nl08-tc180 18.0 20 2.52 5, 10 20 2.60 470 nl08-tc220 22.0 20 2.52 5, 10 18 2.80 470 nl08-tc270 27.0 20 2.52 5, 10 17 3.40 400 nl08-tc330 33.0 20 2.52 5, 10 16 3.50 400

 toll free: (888) sei-seis www.seielec t.com email: market ing@seielect.com nl series ? ferrite wirewound inductor 8              (888) 734-7347                                                                                                                                                                               rev 06/07 electrical characteristics - nl12 high current part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl12-tc1r0 1.0 10 7.96 10 200 0.11 1050 nl12-tc1r2 1.2 10 7.96 10 160 0.12 1000 nl12-tc1r5 1.5 10 7.96 10 130 0.15 950 nl12-tc1r8 1.8 10 7.96 10 100 0.16 900 nl12-tc2r2 2.2 10 7.96 10 80 0.18 850 nl12-tc2r7 2.7 10 7.96 10 60 0.20 800 nl12-tc3r3 3.3 10 7.96 10 45 0.22 750 nl12-tc3r9 3.9 10 7.96 10 40 0.24 700 nl12-tc4r7 4.7 10 7.96 10 35 0.27 650 nl12-tc5r6 5.6 10 7.96 10 30 0.30 650 nl12-tc6r8 6.8 10 7.96 10 28 0.35 600 nl12-tc8r2 8.2 10 7.96 10 25 0.40 600 nl12-tc100 10.0 10 2.52 10 22 0.50 550 nl12-tc120 12.0 10 2.52 10 21 0.60 500 nl12-tc150 15.0 10 2.52 10 20 0.70 450 nl12-tc180 18.0 10 2.52 10 19 0.80 400 nl12-tc220 22.0 10 2.52 10 18 0.90 370 nl12-tc270 27.0 10 2.52 10 16 1.20 330 nl12-tc330 33.0 10 2.52 10 14 1.40 300 nl12-tc390 39.0 10 2.52 10 12 1.60 280 nl12-tc470 47.0 10 2.52 10 11.5 1.90 260 nl12-tc560 56.0 10 2.52 10 11 2.20 240 nl12-tc680 68.0 10 2.52 10 10 2.60 220 nl12-tc820 82.0 10 2.52 10 9 3.50 200 nl12-tc101 100.0 20 0.796 10 8 4.00 180 nl12-tc121 120.0 20 0.796 10 7.5 4.50 160 nl12-tc151 150.0 20 0.796 10 7 6.50 140 nl12-tc181 180.0 20 0.796 10 6.5 7.50 120 nl12-tc221 220.0 20 0.796 10 5.5 9.00 120 nl12-tc271 270.0 20 0.796 10 5 11.00 100 nl12-tc331 330.0 20 0.796 10 4 13.00 90 nl12-tc391 390.0 20 0.796 10 3.8 23.00 80 nl12-tc471 470.0 20 0.796 10 3.5 26.00 75 nl12-tc561 560.0 20 0.796 10 2.8 30.00 70 nl12-tc681 680.0 20 0.796 10 2.6 40.00 65 nl12-tc821 820.0 20 0.796 10 2.5 45.00 60 nl12-tc102 1000.0 20 0.796 10 2.3 50.00 55

 toll free: (888) sei-seis www.seielect.com email: marketing@seielect.com nl series ? ferrite wirewound inductor 9          (888) 734-7347                                                                                                                                                                               rev 06/07 electrical characterist ics - nl12 high current part  number l (h) q factor /min test freq (mhz) tolerance (%) srf (mhz) dcr ( ? ) max i dc (ma) max nl20-tc1r0 1.0 10 7.96 5, 10 95.0 0.03 1800 nl20-tc1r2 1.2 10 7.96 5, 10 70.0 0.035 1700 nl20-tc1r5 1.5 10 7.96 5, 10 55.0 0.04 1600 nl20-tc1r8 1.8 10 7.96 5, 10 47.0 0.05 1400 nl20-tc2r2 2.2 10 7.96 5, 10 42.0 0.06 1300 nl20-tc2r7 2.7 10 7.96 5, 10 37.0 0.07 1200 nl20-tc3r3 3.3 10 7.96 5, 10 34.0 0.08 1120 nl20-tc3r9 3.9 10 7.96 5, 10 32.0 0.09 1050 nl20-tc4r7 4.7 10 7.96 5, 10 29.0 0.11 950 nl20-tc5r6 5.6 10 7.96 5, 10 26.0 0.13 880 nl20-tc6r8 6.8 10 7.96 5, 10 24.0 0.15 810 nl20-tc8r2 8.2 10 7.96 5, 10 22.0 0.18 750 nl20-tc100 10.0 10 2.52 5, 10 19.0 0.21 690 nl20-tc120 12.0 10 2.52 5, 10 17.0 0.25 630 nl20-tc150 15.0 10 2.52 5, 10 16.0 0.30 580 nl20-tc180 18.0 10 2.52 5, 10 14.0 0.36 530 nl20-tc220 22. 10 2.52 5, 10 13.0 0.43 480 nl20-tc270 27.0 10 2.52 5, 10 11.5 0.52 440 nl20-tc330 33.0 10 2.52 5, 10 10.5 0.62 400 nl20-tc390 39.0 10 2.52 5, 10 9.5 0.72 370 nl20-tc470 47.0 10 2.52 5, 10 8.5 0.85 340 nl20-tc560 56.0 10 2.52 5, 10 7.8 1.00 310 nl20-tc680 68.0 10 2.52 5, 10 7.0 1.20 290 nl20-tc820 82.0 10 2.52 5, 10 6.4 1.40 270 nl20-tc101 100.0 20 0.796 5, 10 6.0 1.60 250 nl20-tc121 120.0 20 0.796 5, 10 5.4 1.90 230 nl20-tc151 150.0 20 0.796 5, 10 4.8 2.20 210 nl20-tc181 180.0 20 0.796 5, 10 4.4 2.80 190 nl20-tc221 220.0 20 0.796 5, 10 3.9 3.40 170 nl20-tc271 270.0 20 0.796 5, 10 3.6 4.20 155 nl20-tc331 330.0 20 0.796 5, 10 3.2 4.90 140 nl20-tc391 390.0 20 0.796 5, 10 2.9 5.80 130 nl20-tc471 470.0 20 0.796 5, 10 2.6 700 120 nl20-tc561 560.0 20 0.796 5, 10 2.4 8.50 110 nl20-tc681 680.0 20 0.796 5, 10 2.2 10.00 100 nl20-tc821 820.0 20 0.796 5, 10 2.0 13.00 90 nl20-tc102 1000.0 20 0.252 5, 10 1.8 15.00 85
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