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		  Datasheet File OCR Text:


		  part l 1,2 q            l  srf  d cr    i dc number  2  ( m h) ( min ) t est (min ) w (ma) (mhz ) (mh z )    (m ax ) ( max ) part l 1,2 q            l  srf  d cr    i dc number  2 ( m h) ( min ) t est (min ) w (ma) (mhz ) (mh z )    (m ax ) ( max ) st andard  specifica tions aisc -0603 aisc -0805 29  journey    ?     aliso  v iejo,  ca  92656    ?     usa (949)  448-7070        ?         f ax :  (949) 448-8484 e- mail : abinfo @ abracon.com ?   i nternet a ddress :  ww w . abracon.com abracon  is  iso  9001  /    q s  9000 certified wire-wound  chip  induct ors aisc-0603,  -0805  series abr a con ? corpora tion 32 l w h pw aisc-0603-r0018k 0.0018 16 250 6000 0.130 700 aisc-0603-r0033k 0.0033 35 250 6000 0.085 700 aisc-0603-r0047k 0.0047 20 250 6000 0.080 700 aisc-0603-r0056k    0.0056 10 250 6000 0.200 700 aisc-0603-r0068k 0.0068 25 250 5800 0.1 10 700 aisc-0603-r0082k 0.0082 31 250 5700 0.120 700 aisc-0603-r010k 0.010 30 250 4800 0.130 700 aisc-0603-r012k 0.012 30 250 4000 0.130 700 aisc-0603-r015k 0.015 30 250 4000 0.170 700 aisc-0603-r018k 0.018 30 150 3200 0.170 700 aisc-0603-r022k 0.022 35 250 3000 0.190 700 aisc-0603-r027k 0.027 35 250 2800 0.220 600 aisc-0603-r033k 0.033 35 250 2300 0.220 600 aisc-0603-r039j 0.039 35 250 2200 0.250 600 aisc-0603-r047j 0.047 35 250 2100 0.280 600 aisc-0603-r056j 0.056 35 250 2000 0.310 600 aisc-0603-r068j 0.068 35 250 1850 0.340 600 aisc-0603-r072j 0.072 35 150 1700 0.630 400 aisc-0603-r082j 0.082 35 150 1700 0.670 400 aisc-0603-r10j 0.100 35 150 1500 0.750 400 aisc-0603-r1 1j 0.1 10 35 150 1400 0.750 300 aisc-0603-r12j 0.120 35 150 1350 0.790 300 aisc-0603-r15j 0.150 40 150 1200 1.330 200 aisc-0603-r18j 0.180 40 150 1 100 1.500 150 physical  characteristics length 3                                w idth 3                  height 3  pad  w idth 3 (l)                                    (w)                              (h)                                (pw) .06  .002  .03  .002 .034  max .016  .008 (1,52  0.05) (0,076  0,05) (0,87  max) (0,33  0,2) .079  .008 .049  .008 .047  .008 .016  .008 (2,0  0,2) (1,25  0,2) (1,2  0,2) (0,4  0,2) aisc-0805-r0022m 0.0022 40 250 6000 0.10 600 aisc-0805-r0027m 0.0027 60 250 6000 0.05 600 aisc-0805-r0033m 0.0033 25 250 6000 0.20 600 aisc-0805-r0047m 0.0047 60 250 6000 0.04 600 aisc-0805-r0056m 0.0056 50 250 5500 0.10 600 aisc-0805-r0068m 0.0068 50 250 5500 0.10 600 aisc-0805-r0082m 0.0082 50 250 5000 0.10 600 aisc-0805-r010m 0.010 50 250 4500 0.14 600 aisc-0805-r012m 0.012 50 250 410 0 0.15 600 aisc-0805-r015m 0.015 50 250 2900 0.17 600 aisc-0805-r018m 0.018 50 250 3300 0.20 600 aisc-0805-r022m 0.022 55 250 2600 0.22 500 aisc-0805-r027m 0.027 60 250 2500 0.25 500 aisc-0805-r033k 0.033 60 250 2200 0.10 500 aisc-0805-r039k 0.039 60 250 2100 0.29 500 aisc-0805-r047k 0.047 60 200 1750 0.31 500 aisc-0805-r056k 0.056 60 200 1650 0.32 500 aisc-0805-r068k 0.068 60 200 1500 0.38 500 aisc-0805-r082k 0.082 60 150 1400 0.42 400 aisc-0805-r10k 0.10 60 150 1200 0.45 400 aisc-0805-r12k 0.12 55 150 1200 0.51 400 aisc-0805-r15k 0.15 50 100 1000 0.56 400 aisc-0805-r18k 0.18 50 100 950 0.64 400 aisc-0805-r22k 0.22 45 100 900 1.10 400 aisc-0805-r27k 0.27 40 100 900 1.15 350 aisc-0805-r33k 0.33 40 100 800 1.40 310 aisc-0805-r39k 0.39 35 100 730 2.40 290 aisc-0805-r47k 0.47 35 100 650 2.80 250 aisc-0805-r56k 0.56 35 100 550 1.05 230 aisc-0805-r68k 0.68 30 25 500 1.15 200 aisc-0805-r82k 0.82 25 25 420 1.30 180 AISC-0805-1R0K 1.00 15 25 400 0.90 150 w notes: 1.  t olerance  specified  as:  j =  5%,  k =  10%,  m =  20% 2.  letter  suf fix  indicates  standard  tolerance 3.  dimensions:  inches  /  mm;  see  spec  sheet  for  tolerance  limits 4.  specifications  subject  to  change  without  notice 
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