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		  Datasheet File OCR Text:


		  molded ferrite wire wound chip inductor |||||||||||||||  aism-2220 standard specifications: applications: features: 5 . 8   x   5 . 2   x   5 . 2mm pb  rohs  compliant  abracon is  iso 9001 / qs 9000  cer tified  abracon is  iso 9001 / qs 9000  cer tified  30332   e s p e ranza , ranc ho sant a   marg arit a , califo r n i a   92688 tel   949-546-8000   |   f ax  949-546-8001 |  ww w . abra c on.c o m revised: 09.09.10 visit www.abracon.com for terms & conditions of sale ? low rdc, large current type ? best suited for power supply lines ? portable phones        ? personal computers ? hhds                           p arameters abracon p/n:  aism-2220-xxx series operating temperature: -40c to + 85c storage temperature: -55c to + 125c   aism - 2220 -        -    - g n i g a k c a p e c n a t c u d n i t  tape and reel tolerance please refer to the tables  options & part identification:  (left blank if standard) tolerance q  test freq. srf(mhz) rdc ( ) idc (ma) (%) (min) (mhz) (min) (max) (max) 1 10 / 5 10 7.96 95 0.03 1800 1.2 10 / 5 10 7.96 70 0.035 1700 1.5 10 / 5 10 7.96 55 0.04 1600 1.8 10 / 5 10 7.96 47 0.05 1400 2.2 10 / 5 10 7.96 42 0.06 1300 2.7 10 / 5 10 7.96 37 0.07 1200 3.3 10 / 5 10 7.96 34 0.08 1120 3.9 10 / 5 10 7.96 32 0.09 1050 4.7 10 / 5 10 7.96 29 0.11 950 5.6 10 / 5 10 7.96 26 0.13 880 6.8 10 / 5 10 7.96 24 0.15 810 8.2 10 / 5 10 7.96 22 0.18 750 10 10 / 5 10 2.52 19 0.21 690 12 10 / 5 10 2.52 17 0.25 630 15 10 / 5 10 2.52 16 0.3 580 18 10 / 5 10 2.52 14 0.36 530 22 10 / 5 10 2.52 13 0.43 480 27 10 / 5 10 2.52 11.5 0.52 440 33 10 / 5 10 2.52 10.5 0.62 400 39 10 / 5 10 2.52 9.5 0.72 370 47 10 / 5 10 2.52 8.5 0.85 340 56 10 / 5 10 2.52 7.8 1.0 310 68 10 / 5 10 2.52 7 1.2 290 82 10 / 5 10 2.52 6.4 1.4 270 100 10 / 5 20 0.796 6 1.6 250 120 10 / 5 20 0.796 5.4 1.9 230 150 10 / 5 20 0.796 4.8 2.2 210 180 10 / 5 20 0.796 4.4 2.8 190 220 10 / 5 20 0.796 3.9 3.4 170 270 10 / 5 20 0.796 3.6 4.2 155 330 10 / 5 20 0.796 3.2 4.9 140 390 10 / 5 20 0.796 2.9 5.8 130 470 10 / 5 20 0.796 2.6 7.0 120 560 10 / 5 20 0.796 2.4 8.5 110 680 10 / 5 20 0.796 2.2 10 100 820 10 / 5 20 0.796 2 13 90 1000 10 / 5 20 0.252 1.8 15 85 l(uh) aism-2220-820 aism-2220-101 aism-2220-121 part no. aism-2220-390 aism-2220-470 aism-2220-560 aism-2220-680 aism-2220-180 aism-2220-220 aism-2220-270 aism-2220-330 aism-2220-8r2 aism-2220-100 aism-2220-120 aism-2220-150 aism-2220-3r3 aism-2220-3r9 aism-2220-4r7 aism-2220-5r6 aism-2220-1r5 aism-2220-1r8 aism-2220-2r2 aism-2220-2r7 aism-2220-1r0 aism-2220-1r2 aism-2220-6r8 aism-2220-151 aism-2220-181 aism-2220-221 aism-2220-271 aism-2220-331 aism-2220-391 aism-2220-471 aism-2220-561 aism-2220-681 aism-2220-821 aism-2220-102 i n d u cta nce   v s .   f r e q u enc y   c h ara c t e r i s t i c s 0 5 1 0 1 5 2 0 2 5 3 0 0 0 1 0 1 1 f re que n cy   (m h z ) l   ( u h ) 1 . 0 u h 3 . 3 u h 8 . 2 u h q   v s .   f req uenc y   cha r a c ter i sti c s 0 5 1 0 1 5 2 0 2 5 3 0 0 0 1 0 1 1 f r e que n c y   (m h z ) q 1 . 0 u h 3 . 3 u h 8 . 2 u h 1 . 0uh 3 . 3 u h 8 . 2 u h j=5%, k=10%

 molded ferrite wire wound chip inductor |||||||||||||||  aism-2220 5 . 8   x   5 . 2   x   5 . 2mm pb  rohs  compliant  30332   e s p e ranza, ranc ho sant a   marg arit a , califo r n i a   92688 tel   949-546-8000   |   f ax  949-546-8001 |  ww w . abrac on.c o m revised: 09.09.10 visit www.abracon.com for terms & conditions of sale outline drawing: recommended land pattern type a b c 0.157 0.079 0.177 (4.0) (2.0) (4.5) type aism-2220-xxx aism-2220 a b c d e 0.2280.012 0.2050.012 0.2050.012 0.0710.012 0.0510.008 (5.80.3) (5.20.3) (5.20.3) (1.80.3) (1.30.2) dimensions: inches (mm) tape & reel:  tape and reel 1,000pcs/reel dimensions: mm a (mm) b (mm) k (mm) p (mm) t (mm) w  (mm) pcs/reel 5.3  0.1 6.1  0.1 5.5  0.1 12.0  0.1 0.35  0.05 16.0  0.3 1000 abracon p/n aism-2220 d imensions of reel a c z 330 - 0.5 12.4 + 2.0 100  1.0 series aism-2220 a z c attention:  abracon corporation?s products are cots ? commercial-off-the-shelf products; suitable for commercial, industrial and, where designated, automotive applications.  abracon?s products are not  specifically designed for military, aviation, aerospace, life-dependant medical applications or any application requiring high reliability where component failure could result in loss of life and/or property.  for  applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from abracon corporation is required. please contact abracon corporation for  more information. cer tified  cer tified  abracon is  abracon is  iso9001:2008
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