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		  Datasheet File OCR Text:


		  littelfuse.com  ? 2013 littelfuse powr-gard ?  products powr-gard ?  blocks and holders datasheet rev: 021113 1 of 1 specifcations voltage ratings   600 vac/vdc interrupting rating  200 ka ampere rating  30 and 60 a leds  110 v C 600 v terminal type   pressure plate material thermoplastic flammability rating  ul94 v-0 terminal screws   phillips / slotted approvals   ul listed  (file: e14721)    csa certifed (file: 2529839) ordering information multi-pole assembly kit kits are used to create multi-pole holders from 1-pole lfpsj  fuse holders. please contact factory for more information. web resources sample requests, downloadable cad drawings and other  technical information:  littelfuse.com/lfpsj recommended fuses class j - jtd, jtd_id, jls 7 2 . 0 0 (2. 8 3 5) 108. 0 0 (4. 251) 7 2. 0 8 (2. 838) 4 9. 0 0 (1. 929) 7 . 0 0 ( . 276) 11 7.00 (4. 6 06 ) 36. 00 (1. 4 1 7 ) l f p s j - i d 3 0 a   6 0 0 v l f p s j - i d 3 0 a   6 0 0 v l f p s j - i d 3 0 a   6 0 0 v l f p s j - i d 3 0 a   6 0 0 v l f p s j - i d 3 0 a   6 0 0 v l f p s j - i d 3 0 a   6 0 0 v 30 amp 86. 00 (3. 3 86) 7. 0 0 (.27 6) 58. 0 0 (2.28 3) 1 1 6 . 00 (4. 5 67) 4 0. 0 0 (1. 57 5) l f p s j - i d 6 0 a   6 0 0 v l f p s j - i d 6 0 a   6 0 0 v l f p s j - i d 6 0 a   6 0 0 v l f p s j - i d 6 0 a   6 0 0 v l f p s j - i d 6 0 a   6 0 0 v l f p s j - i d 6 0 a   6 0 0 v 8 0 . 0 0 (3. 150) 120 . 0 0 (4. 7 2) 60 amp lfpsj powr- s a f e dea d f ront c l a ss  j f u s e ho ld er s 600 v description littelfuse class j powr-safe dead front holders    provide optimum protection to personnel and are    ul listed and csa certifed. features ?	 indicating and non-indicating options available ?	 dual led indication distinguishes polarity in    dc power applications ?	 small compact design offers ultimate fexibility ?	 35mm din rail mountable ?	 1-, 2-, and 3-pole confgurations ?	 easy installation and fuse removal with no    additional pullers or tools required dimensions inches (mm) note: these dimensions are for reference only. please contact factory for additional information. amp poles pincer   quantity pin   quantity assembl y  sets ordering   number 30 2 30 10 10 lf3j2pak 30 3 60 10 10 lf3j3pak 60 2 30 10 10 lf6j2pak 60 3 60 10 10 lf6j3pak connector pincer handle pin amp poles indication ordering   number pack qty. wire type wire   range torque 30 1 C lfpsj301.z 6 stranded 0.75mm 2  C 1mm 2  1.5mm 2  C 50mm 2 18 C 1 awg 2.5 n-m 4.0 n-m 35 lb-in 2 C lfpsj302.z 3 3 C lfpsj303.z 2 30 1 ? lfpsj301.zxid 6 2 ? lfpsj302.zxid 3 3 ? lfpsj303.zxid 2 60 1 C lfpsj601.z 6 2.5mm 2  C 50mm 2 14 C 1 awg 4.0 n-m 35 lb-in 2 C lfpsj602.z 3 3 C lfpsj603.z 2 60 1 ? lfpsj601.zxid 6 2 ? lfpsj602.zxid 3 3 ? lfpsj603.zxid 2  
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