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		  Datasheet File OCR Text:


		      interactive catalog replaces catalog pages           sensing and control  honeywell inc.  11 west spring street  freeport, illinois 61032       honeywell sensing and control has replaced  the pdf product catalog with the new  interactive catalog . the  interactive catalog  is  a power search tool that makes it easier to find  product information. it includes more  installation, application, and technical  information than ever before.          click this icon to try the new  interactive catalog.   

 pressure sensors 24pc series gage unamplified noncompensated flow-through honeywell 1 sensing and control11-800-537-6945 usa1f1-815-235-6847 international11-800-737-3360 canada 21 features 1 measures positive and negative gage pressures 1 flow-through port design fits in-line with application 1 popular port sizes: - 8 mm (.315 in.) od (1/4 in. id tubing or standard connectors) - 0.144 in. od (1/8 in. id tubing) 1 medical grade iso 10993-1 (usp class 6) port material 1 silicon sensor chip 1 24 inch wire harness with splash proof connector 1 minimal deadspace e efficient cleans- ing and disinfecting 24pc series performance characteristics at 10.0   0.01 vdc excitation, 25  c min. typ. max. units excitation --- 10 12 vdc null shift, 25  to 0  , 25  to 50  c ---  2.0 --- mv null offset - 30 0 + 30 mv linearity, p2  > p1, bfsl ---  0.5 --- % span span shift, 25  to 0  , 25  to 50  c ---  5.0 --- % span repeatability & hysteresis ---  0.2 --- % span response time --- --- 1.0 msec input resistance 4.0 k 5.0 k 6.0 k ohms output resistance 4.0 k 5.0 k 6.0 k ohms stability over one year ---  0.5 --- % span environmental specifications operating temperature - 40  to  + 85  c ( - 40  to  + 185  f) storage temperature - 55  to  + 100  c ( - 67  to  + 212  f) shock qualification tested to 150 g vibration qualification tested to 0 to 2 khz, 20 g sine media compatibility limited only to those media which will not attack polysulfone, silicon, fluorosilicone, silicone, epdm, and neoprene seals 24pc series flow through order guide span, mv catalog listing pressure range psi min. typ. max. sensitivity mv/psi typ. overpressure psi max. 24pce type 0.5 25 35 45 70 20 24pca type 1.0 30 45 60 45 20 24pcb type 5.0 85 115 145 23 20 24pcc type 15 165 225 285 15 45 24pcd type 30 240 330 420 11 60 24pcf type 100 156 225 294 2.25 200 24pcg type 250 145 212 280 0.85 500 unamplified

 pressure sensors 24pc series gage unamplified noncompensated flow-through 22 honeywell 1 sensing and control11-800-537-6945 usa1f1-815-235-6847 international11-800-737-3360 canada sensor selection guide 24 pca f* n 5 g product circuit pressure pressure type of port termination pressure family type transducer range seal type style measurement 2  20pc family 4  noncom- pensated a  1 psi b  5 psi c  15 psi d  30 psi e  0.5 psi f  100 psi g  250 psi e  epdm f  fluorosilicone n  neoprene s  silicone g  small n  large (.350 dia.) p  large (.315 dia.) 2  4-pin dip 5  wire harness 6  4-pin sip g gage example:  24pcbfg5g non-compensated 5 psi sensor, fluorosilicone seal, small flow-through ports, wire harness, and gage pressure measurement. *other media seal materials may be available. note: not all combinations are established. contact 800 number before final design. see accessory guide, page 27.
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