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		  Datasheet File OCR Text:


		  note: left blank if standard  �   all specifications and markings subject to change without notice 29 journey  �  aliso viejo, ca 92656  �  usa (949) 448-7070    �    f ax : (949) 448-8484 e- mail : abinfo @ abracon.com �  i nternet a ddress :  www.abracon.com abracon is  iso 9001 /  qs 9000 certified corporation abracon -45- ? miniature ceramic � hcmos �  surface mount  �   5 vdc or 3.3 vdc voltage-controlled  crystal oscillators aslv and  asv v applications: � phase locked loops (plls) � clock recovery. � synthesizers. features: �   low profile (1.8 mm) ceramic vcxo. � 5 vdc  or  3 vdc. � enable / disable options. � suitable for reflow methods . � 7.0 mm x 5.0 mm metal lid. dimensions: inches (mm) a bypass capacitor 0.01 f is required from vdd to gnd.  see page 60. please inquire factory for higher frequencies. for test circuit, waveforms, please see page  67.      environmental and mechanical specifications on page 68, group 1.      marking, see page 78.   tape and reel (1,000 pcs. / reel), see pages 74-75 . frequency range   (f o ) 8.0 mhz - 36.0 mhz operating temperature (t opr )0  c to + 70  c  (see options) storage temperature (t sto ) -55  c to + 125  c frequency stability ( ? f / f o )   50 ppm max. supply voltage (v dd ) 5 vdc  5% 3.3 vdc  5% input current ( i dd ) 30 ma max. 20 ma max. duty cycle or symmetry 40 / 60% max.  (see options) rise and fall times (t r /  t f ) 8 ns max.   output load 15 pf or 2  tt l output voltage   (v oh ) 0.9 *  v dd min.  (v ol ) 0.4  v dc max.  transfer function positive  voltage control   (vc) 2.5 vdc    2.0 v 1.65 vdc    1.5 v frequency deviation  100 ppm min.  80 ppm min. linearity  10% max. start-up time   (t osc ) 10 ms max. tristate function ( v ih ) (option   ? -a ?  only) ( v il ) output disable / enable time            100  ns max.  (for option  ? - a ?  only) as x v - frequency - t emperature - duty cycle - t ristate - packaging xx.xxxxx mhz lorv -t  tape and reel -s for 45 / 55%  @ 1 / 2 vdd -d for -10  c to + 60  c -e for -20  c to + 70  c 
 
                 
 
       
 
     
 
                 
 
       
 
     pin  function no. 1 voltage control vc 2 nc or tristate e/d 3 gnd / case 4 output 5n/ c 6v dd                                         
 
                                             
 
     parameters aslv asv v recommended land pattern bottom  view - a  tristate e/d ? 1 ?  or open: oscillation  > _ 2.2v ? 0 ? : (hi z) < 0.8v output disabled in high impedance 22355 abracon corx 2-29.qxd  3/6/00  6:54 am  page 45 




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of ASLV-FREQ-D-A-T-OUT29 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























