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		  Datasheet File OCR Text:


		  advanced digital logic, inc.; 4411 morena blvd., suite 101; san diego, ca 92117-4328  ph. 858 490-0597  f. 858 490-0599; e-mail:   sales@adlogic-pc104.com ; web:   www.adlogic-pc104.com                                                                                                                                                                                                                                                  microspace pc systems     all data subject to change without notice  microspace-PCX48  feature  ?  celeron m - 800mhz  ?  265mb ddr-ram  ?  6x usb v2.0 (2 front, 4 rear)  ?  lpt,  com1 and com2  ?  video channel-1 analog crt  ?  vidoo channel-2 digital dvi-d and lvds  ?  audio-in/out stereo, mic in,  ?  preheating for temperature of ?40c to +5c   ?  fanless operating temperature +5c to +50c  ?  small dimensions: 160 x 190 x 66mm  ?  gps (optional)  ?  gsm (optional)          ?  lan ethernet 10/100base-t  description   the microspace PCX48 comes standard equipped with a  800mhz celeron, 256mb memory, video, usb ports, lan port  and has been factory tested to assure functionality. the unit can  be ordered pre-configured with the op erating system installed.  as  like all of the micro space line, the mPCX48 has many differen- tiating features and options.  the microspace PCX48 can operate  horizontally or vertically,  its compact size makes the comput er easy to install in places  where space is limited. the fanless cooling and tight aluminum  case allows the mPCX48 to operate  in dusty/dirty environments. it  is designed for maintenance free long-term operating in a harsh  environment.  with vehicle installations in mind, the power can be  controlled by a vehicle ignition si gnal. these features make the  microspace PCX48 the most powerful compact and rugged  system available. all micro space pc models are equipped  with unique features and a wide range of options. please see the  backside of this datasheet  for details and contact our sales office.     ordering information      item codes     part#     description     mPCX48   814300  base model microspace pc  mPCX48a  814301  base without dvd/cd, 40gb hd inst.        options     mPCX48  814335  gps module (repla ces com1) jupiter  mPCX48-wlan  814262  wlan-inc. antenna (factory inst.)  mPCX48 40gbhd  814310  hard drive 2.5? 40gb  pc40a/x48 512mb  807361  upgrade to 512 ddr memory  pc40a/x48 1gb  807362  upgrade to 1gb ddr memory  mPCX48 dvdcd  814315  dvdr/cd-rw installed at factory  mpcx-ac  812141  90w ac input, dc output  front cover  814325  pivoting protection front cover   option-com3/4  814275  com3/4 (replaces lpt)  c373 upgrade  814305  replace cpu w/celeron m373                            *more options may be available,  please contact our sales office* 

 advanced digital logic, inc.; 4411 morena blvd., suite 101; san diego, ca 92117-4328  ph. 858 490-0597  f. 858 490-0599; e-mail:   sales@adlogic-pc104.com ; web:   www.adlogic-pc104.com                                                                                                                                                                                                                                                  microspace pc systems     all data subject to change without notice  feature functions remarks        cpu / chipset  intel celeron c120, 800mhz    2nd level cache  cpu dependent    equivalent pentium4 performance  800mhz    chipset  intel 855gme    memory  256mb ddr ram  upgrade possible  harddisk  option    optical drive  option    video controller  855gme    video memory  64mb     3d-support  directx9    1. video interface  qxga    2. video interface  dvi-d    3. video interface  lvds 18bit with usb-interface    resolution max.  2050 x 1536   @75hz  keyboard, mouse  use usb v2.0    serial interface  com1/com2    usb  4x v2.0   2x rear and 2x front (stickholder)   tv-input/framegrabber  2 x cvbs    gps module  optional  jupiter 21  lan port a  1x 100/10base-t   rj45   lan port b & c  ?    rpl/pxe intel lan-boot/wake up  yes/yes    audio controller  ac97-2.3    line output  stereo    line input  stereo    spdif output  optical toslink plug    mic input  stereo    options  yes*    power input/consumption  8v - 326v dc / typ. 15w    power supply adapter  110/220v ac    power saving  susped/resume, instant on    on/off  ignition on / power down, softoff,     conformity  ce, ip50, class b, e1    protection class  ip50    dimensions  160 x 190 x 66mm    case  molded aluminum    color black anodized    weight (gr)  2.5kg    noise 
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