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		  Datasheet File OCR Text:


		  ssr series 1 built-in operation indicator high isolation over than 50m (500vdc)  high dielectric over than 2.5kvlow emi / efi & surge by zero cross trigger method output snubber circuit protection solid state relay 10 d a h d = dc5~60v a = ac24~380v ssr  = 1 type  solid state relay input method high voltage output voltage ssr nil = output voltage ac75~480v dc5~200v h = standard type d = dc4~32v ( range=0~90% ) a = ac80~250v v = adjusted output voltage l = 4~20ma 25 =40 = 50 = 05 = 10 = 15 = 5a 10a15a 25a 40a 50a 80 = 80a 100 = 100a 120 = 120a output current  free datasheet http://

 2 input data operating voltage trigger current control method output data operating voltage voltage drop leakage current response time general data insulation resistance dielectric strength load current ambient  humidity ambient  temperature weight connection diagram -20 ~+80 ! ! 45%~85%rh appr. 105g min.  50m (500vdc) " on 3 45%~85%rh on 4 45%~85%rh appr. 100g on 45%~85%rh on 45%~85%rh appr. 105g on 45%~85%rh on 8 input data output data general data insulation resistance load current variable resistance control method operating voltage voltage drop leakage current dielectric strength ambient  temperature ambient  humidity weight connection diagram -20 ~+80 ! ! 45%~85%rh appr. 100g < 5.0ma 1.6v 24~380vac phase control min.  50m (500vdc) " 2500vac 50/60 hz for 1 min model trimmer 250k /110v, 500k /220v, 1m /380v    ssr - va series ~ ~ 24~380vac load 12 43 control circuit ssr-05va ssr-10va ssr-15va ssr-25va ssr-40va ssr-50va ssr-80va 5a 10a 15a 25a 40a 80a 50a  free datasheet http://

 45%~85%rh < 5.0ma 1.6v 75~480vac phase control appr. 100g 2500vac 50/60 hz for 1 min 9 min.  50m (500vdc) " -20 ~+80 ! ! trimmer 250k /110v, 500k /220v, 1m /380v    ssr - va-h series ~ ~ 75~480vac load control circuit 12 43 ssr-10va-h ssr-15va-h ssr-25va-h ssr-40va-h ssr-80va-h ssr-50va-h 10a 15a 25a 40a 80a 50a input data output data general data insulation resistance load current variable resistance control method operating voltage voltage drop leakage current dielectric strength ambient  temperature ambient  humidity weight connection diagram model  free datasheet http://

 10 45%~85%rh 1ms  < 0.8ma 1.6v 5~60vdc 7.5ma/12vdc  max 3~32vdc isolated by photocouple 5~200vdc appr. 110g 2500vac 50/60 hz for 1 min min.  50m (500vdc) " ssr - dd, dd-h series 5~60v / 5~200v load output circuit input circuit 12 43 + - + - -20 ~+80 ! ! ssr - 5a 10a ssr-05dd ssr-10dd SSR-05DD-H ssr-10dd-h 5a 10a ssr-20dd 20a input data operating voltage trigger current control method output data operating voltage voltage drop leakage current response time general data insulation resistance dielectric strength load current ambient  humidity ambient  temperature weight connection diagram model  free datasheet http://

 referance data peak surge current/surge current duration max. allowable case temperature control method zero cross trigger method output turn on or turn offonly on zero cross point of sine wave , may avoid surge specially suited to control resistive, capacitive and emi / rfi occuring non-saturated inductive loads variable resistance control method < trimmer control > power output is controlled by the trigger angle of with variable resister 250k / 110vac,  line 0% 50% 100% or triac 500k / 220vac, 1m / 380v   line input output 11 characteristic peak surge current/surge current duration (a) 40 30 20 10 1 10 100 1000 0 10 20 30 40 50 60 70 80 10a 25a 40a ( ) ! 140 120 100 80 60 40 20 (a) max. allowable case temperature( ) ! on state current(a) surge current duration(full cycles) 100 120 80a 100a 120a 90 110 80a 800 400 300 120 100 1000 1200 100a 120a 40a 25a 10a  free datasheet http://

 switch control 1 motor for/rev control  variable phase control 3 motor control  ssrssr ssrssr ssr ssr hs-1(heat sink) hs-2(heat sink) ssr-n 70.4 4  18 26.3 8.9 9.4 42.2 17.5 62.6 7.8 5.9 35.0 4.9 5.3 12 connection diagrams dimensions 57 0.2  47.5 42 42 0.2  25 4.5  . 4 5 4-m4 2  25 27 17.5 47.6 0.2  2- 4.3  80.0 70.0 28.5 3.0 50.0 60.0 2-m4 47.6 25.0 50.0 70.0 100.0 93.5 82.0 28.5 4.0 95.0 82.0 82.0 85.0 5.5 25.0 50.0 2-m4 47.6 4.5 2- 4.4  93.5 sw sw 1 sw 2 input input input load load r s t 1 2 input input load load load load 1 2 2012.08.20 www.anv.com.tw kaohsiung headquarter no. 151, jin shan road, kaohsiung, taiwan tel :+886 7 359 5833   fax :+886 7 359 5822 e-mail : anv@anv.com.tw anv electric (hk) ltd flat 5, 12/f., yale ind. centre, 61-63 au pui wan street, fotan, shatin, n.t., hong kong tel :+852 2690 2588   fax :+852 2690 2511 e-mail : anv@anv.com.hk tainan office no. 60, lin sen road sec. 1, tainan, taiwan tel:+886 6 216 0988   fax:+886 6 216 0388 e-mail : tainan@anv.com.tw anv electric (m) sdn. bhd 25-1, jalan 1/116b, kuchai entrepreneur's park, off jalan kuchai lama, 58200 kuala lumpur, malaysia tel :+60 3 7980 3328   fax :+60 3 7980 3779 e-mail : anv@anv.com.my taichung office no. 532, wen hsin road sec. 1, taichung, taiwan tel :+886 4 2320 9930   fax :+886 4 2320 9960 e-mail : taichung@anv.com.tw connection diagrams & dimensions ssr- da ssr- da-h ssr - aa ssr- aa - h ssr la ss r la h ssr dd h - - - - - ssr dd - ssr va ss r va h - - - 2 -  4.4  free datasheet http://
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