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		  Datasheet File OCR Text:


		  electro-optic products 5 fiber optic products catalog catalog 1307895 revised 9-04 for technical data or samples, contact laser diode inc. or visit the ldi website at: http://www.laserdiode.com/. specifications sub ject to change. consult  laser diode inc. for latest specifications. for other tyco electronics fiberoptic products call 1-800-522-6752 or visit http://ww w.tycoelectronics.com/fiberoptics. 151 ? copyright 2004 by tyco electronics corporation. all rights reserved. dimensions are in millimeters with inches in brackets unless  otherwise specified. dimensions are shown for reference purposes only. for laser diode incorporated technical service, customer  support, order information, or  to discuss custom device  requirements, please contact: telephone: 732-549-9001 fax: 732-906-1559 e-mail: sales@laserdiode.com home page: www.laserdiode.com  fiber optic products catalog 1310nm laser diode product facts  power to 2 mw  singlemode 9/125/900 fiber  14-pin dip  buried hetero-structure laser design  high stability fiber coupling  hermetically sealed applications  telecommunications  test instrumentation specifications and limits at 25  c power options (uw) spectral characteristics 500 1000 2000 wavelength range nm 1270-1330 1270-1330 1270-1330 spectral width rms (typ) nm 1.7 1.7 1.7 spectral width, fwhm (typ) nm 2 2 2 drive characteristics threshold current (typ; max) ma 6;15 6;15 6;15 modulation current (typ;max) ma 10;25 10;25 15;25 forward voltage maximum v 2 2 2 maximum optical rise/fall time  ns 0.5 0.5 0.5 monitor diode photocurrent at p max (min;max) ua 50;1200 50;1200 50;1200 maximum dark current na 10 10 10 maximum capacitance pf 6 6 6 maximum rise/fall time ns 2 2 2 maximum reverse voltage v 10 10 10 tracking error* db 0.5 0.5 0.5 temperature range module operating temperature  c -20 to +70 -20 to +70 -20 to +70 storage temperature  c  -40 to +85 -40 to +85 -40 to +85 thermoelectric cooler maximum cooler capacity  c 45 45 45 current for maximum capacity a .75 .75 .75 maximum current a 1.2 1.2 1.2 voltage for maximum current v 1.2 1.2 1.2 thermistor resistance at t = 25 c k ? 9.8-10.2 9.8-10.2 9.8-10.2 temperature coefficient %/ c -4.4 -4.4 -4.4 notes: *  tracking error is the variation of the linear relationship between fiber-coupled power and  monitor diode current over the specified operating temperature range. ordering information part number description scw 1301x-050xx laser, 1310nm, 50 uw, 14-pin dip, tec, 9/125/900   m pigtail scw 1301x-100xx laser, 1310nm, 1000 uw, 14-pin dip, tec, 9/125/900   m pigtail scw 1301x-200xx laser, 1310nm, 2000 uw, 14-pin dip, tec< 9/125/900   m pigtail note: to indicate the thermistor pin assignment you require, substitute one of the following  designations for the ?x? in the above table: use f (floating thermistor) to indicate f series pinout use g (grounded thermistor) to indicate g series pinout to indicate the pigtail connector termination you require, substitute one of the following  designations for the ?xx? in the above table: use fc to indicate an fc/pc type connector use lc to indicate an lc/pc type connector use sc to indicate an sc/pc type connector use st to indicate an st type connector for no connector, omit suffix




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of STW1301F-100ST 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























