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		  any changing of specification will not be informed individual     rs201l  thru  rs207l voltage 50v ~ 1000v 2.0amp single phase bridge rectifiers m a x i m u m   r a t i n g s   a n d   e l e c t r i c a l   c h a r a c t e r i s t i c s r a t i n g   2 5   c   a m b i e n t   t e m p e r a t u r e   u n l e s s   o t h e r w i s e   s p e c i f i e d . s i n g l e   p h a s e   h a l f   w a v e ,   6 0 h z ,   r e s i s t i v e   o r   i n d u c t i v e   l o a d . f o r   c a p a c i t i v e   l o a d ,   d e r a t e   c u r r e n t   b y   2 0 % . t y p e   n u m b e r m a x i m u m   r e c u r r e n t   p e a k   r e v e r s e   v o l t a g e m a x i m u m   r m s   v o l t a g e m a x i m u m   d c   b l o c k i n g   v o l t a g e m a x i m u m   a v e r a g e   f o r w a r d   r e c t i f i e d   c u r r e n t . 3 7 5 " ( 9 . 5 m m )   l e a d   l e n g t h   a t   t a = 5 0   c d i m e n s i o n s   i n   i n c h e s   a n d   ( m i l l i m e t e r s ) f e a t u r e s p e a k   f o r w a r d   s u r g e   c u r r e n t ,   8 . 3   m s   s i n g l e   h a l f   s i n e - w a v e s u p e r i m p o s e d   o n   r a t e d   l o a d   ( j e d e c   m e t h o d ) m a x i m u m   f o r w a r d   v o l t a g e   d r o p   p e r   b r i d g e   e l e m e n t   a t   2 . 0 a   d . c . m a x i m u m   d c   r e v e r s e   c u r r e n t                                             t a = 2 5   c a t   r a t e d   d c   b l o c k i n g   v o l t a g e                                                 t a = 1 0 0   c r s 2 0 1       r s 2 0 2       r s 2 0 3       r s 2 0 4     r s 2 0 5       r s 2 0 6         r s 2 0 7     u n i t s       5 0                   1 0 0                 2 0 0                 4 0 0                 6 0 0                 8 0 0               1 0 0 0                 v                       5 0                   1 0 0                 2 0 0                 4 0 0                 6 0 0                 8 0 0               1 0 0 0                 v                       3 5                       7 0                 1 4 0                 2 8 0                 4 2 0                 5 6 0                   7 0 0 2 . 0 5 0   1 0   5 0 0 - 6 5           + 1 5 0   - 6 5           + 1 2 5   v a a v m a m a * ideal for printed circuit board * low forward voltage * polarity: marked on body * mounting position: any * weight: 2.74 grams 1. 1 rs-2 .510(13.0) .472(12.0) .260(6.5) .240(6.1) .035(0.9) .028(0.7) .160(4.1) .140(3.6) .730(18.5) .690(17.5)  .50 (12.7)  .125  (3.2) min. dia. spacing * low leakage current storage temperature range, t stg operating temperature range, t j   c   c       h t t p : / / w w w . s e c o s g m b h . c o m e l e k t r o n i s c h e   b a u e l e m e n t e 0 1 - j u n - 2 0 0 2     r e v .   a   p a g e   1   o f   2   ~     ~   rohs compliant  product   a  suf fix of ?-c? sp ecifies halogen-free.

 any changing of specification will not be informed individual     rs201l  thru  rs207l voltage 50v ~ 1000v 2.0amp single phase bridge rectifiers 0.1 1.0  .01 10  50  rating and characteristic curves (rs201 thru rs207) fig.4-typical reverse characteristics fig.1-typical forward current  average forward current,(a) 0.4 0.8 1.2 1.6 2.0 1.2 3.0 single phase half wave 60hz resistive or inductive load derating curve 0.1 1.0  .01 10  50  fig.3-typical forward characteristics instantaneous forward current,(a) forward voltage,(v) pulse width 300us    1% duty cycle 0       .2      .4      .6      .8     1.0    1.2     1.4 3.0  reverse leakage current, ( m a) tj=25 c tj=25 c fig.2-maximum non-repetitive forward surge current     0   20   10  30   50   40 number of cycles at 60hz 1  10 5  50 100 tj=25 c 8.3ms single half sine wave jedec method 0       25      50      75     100   125    150    175    0 peak forward surge current,(a)          20     40     60     80    100   120   140 percent of rated peak reverse voltage, (%)     0 case temperature,( c)    http://www.secosgmbh.com ele k troni sche bauelemente 01 -jun-2002  rev.  a   page 2 of 2
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