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		  Datasheet File OCR Text:


		  75 nte electronics, inc.  voice ( 973) 7 48?5 089 fax (973) 748?6 224 http://www.nteinc.com features ? high  sensitivity ? small size ? fully?s ealed construction ? low power consumption .400 (10.16) .023 (0.60) dia 6 holes .200 (5.08) .043 (1.11) .042 (1.07) .100 (2.54) 2 9 5 6 spdt, 1 form c mounting holes (bottom view) 1 10 dc o perat ed nte type no. nom. volt. contact arr. coil res. ohms (typ) approx. nom. power max. contact cur. @ 24vdc or 125vac diag no. r70?5d1?3 3vdc spdt 60 150mw 1a/0.5a d44 r70?5d1?5 5vdc spdt 166.7 150mw 1a/0.5a d44 r70?5d1?6 6vdc spdt 240 150mw 1a/0.5a d44 r70?5d1?12 12vdc spdt 960 150mw 1a/0.5a d44 r70?5d1?24 24vdc spdt 3,840 150mw 1a/0.5a d44 r70 series subminiature, s pdt,  1 amp relay for telecommunications, computer/ peripheral  equipment  and  interface applications. d44 .295 (7.5)max .137 (3.5) .019 (0.50) .019 (0.50) .492 (12.5) max .394 (10.0) max electrical specifications contact rating:    0.5a at 125va c, 1a at 24vdc m aterial:  ag (au clad) coil coil voltages:   s ee chart p ick?u p vol tages:    80% of rated voltage d rop?o ut vo ltage s:    10% of rated voltage r esistance:   see chart operational characteristics timing value: operate time:    5 ms max . . . . . r elease ti me:    5 ms max insulation characteristics dielectric strength between coil & contacts: 1 000 vac b etween contacts of same pola rity:  4 00 vac r esistance: 1 00 megohms max. environmental characteristics operating:   ?30  c  to +70  c life mechanical:   5,000,000 operations min (at 36,000 operations/hr) weight std:  0.08 oz (2.2 grams) approx.
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