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		  Datasheet File OCR Text:


		  this   document   was   generated   on   10/03/2014 please   check   www.molex.com   for   latest   part   information part   number: 03-09-2122 status: active overview: standard   .093"   pin   and   socket   connectors description: 2.36mm   diameter   standard   .093"   pin   and   socket   plug   housing,   12   circuits,   3   rows documents: 3d   model product   specification   ps-43660-9999   (pdf) drawing   (pdf) packaging   specification   pk-1360-001   (pdf) product   specification   ps-02-09   (pdf) rohs   certificate   of   compliance   (pdf) agency   certification csa lr19980 ul e29179 general product   family crimp   housings series 1360 application power,   wire-to-wire comments 12.5a   max.   can   be   achieved   when   housing   is   used   with 42477   or   42478   terminals molexkits yes overview standard   .093"   pin   and   socket   connectors product   name standard   .093" upc 800753618886 physical circuits   (maximum) 12 color   -   resin natural flammability 94v-2 gender plug glow-wire   compliant no material   -   resin nylon net   weight 6.818/g number   of   rows 3 packaging   type bag panel   mount yes pitch   -   mating   interface 5.03mm stackable no temperature   range   -   operating -40c   to   +105c electrical current   -   maximum   per   contact 9.5a material   info old   part   number 1360-P1 reference   -   drawing   numbers packaging   specification pk-1360-001 product   specification ps-02-09,   ps-43660-9999 sales   drawing sd-1360-* series image   -   reference   only eu   rohs china   rohs elv   and   rohs compliant reach   svhc contains   svhc:   no low-halogen   status low-halogen need   more   information   on   product environmental   compliance? email   productcompliance@molex.com for   a   multiple   part   number   rohs   certificate   of compliance,   click   here please   visit   the   contact   us   section   for   any non-product   compliance   questions. search   parts   in   this   series 1360 series mates   with 03-09-1122   ,   03-09-1126 use   with 1189   crimp   terminals,   1190   crimp terminals,   1380   male   crimp   terminals, 1381   female   crimp   terminals,   1433   crimp terminals,   1434   male   crimp   terminals, 1973   ,   2151   ,   2273   ,   2870   ,   2871   ,   4272   , 4550   ,   6271 this   document   was   generated   on   10/03/2014 please   check   www.molex.com   for   latest   part   information
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