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		  Datasheet File OCR Text:


		  luminaires may be altered for design improvement or discontinued without prior notice.  unless specified, lamps are not included with luminaires. toll free: 866.586.4647 fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada h9r 5l5   luminis type:	 quantit y :	 p rojec t : catal og num ber:	 	 f i x tu re	 w atta ge	 vo lta ge	 f inis h	 o p ti o n 	 o p ti o n 	 o p ti o n 	 o p ti o n mat er ials quanta is made of corrosion resistant 356 aluminum alloy with a copper (cu)  content of less than 0.1%. or 6063-t5 alloy for extruded parts. led light engine is assembled with a carefully engineered heat dissipating  chamber designed with a heat sink pattern to optimize luminaire efficacy. the  integral driver is assembled with a sliding plate allowing a quick access.  quanta 500 series is standard with an r37 37o light beam reflector. a selection  of high performance alternate reflectors with various light distributions are  offered.  r 17   17o light  beam r 37   37o light  beam r 60   60o light  beam fwt   forward throw e l ec t r i c al led   d r iv er   standard 0-10v  dimming ready. 120/277v multi volt (50-60hz) with  operating temperatures of -30oc/-22of to 60oc/140of. output over  voltage. output over current and output short circuit protection with  auto-recovery.  l e d   standard 4000ok  led platform included. optional 3000ok &      3500ok. removable  modular led platform. lif e 51,000hrs l 77 b 50  (based on iesna tm-21 test method and lm-80 data). 68,000hrs l 70 b 50  (calculated projection from lm-80 data). finis h five-stage preparation process including preheating of cast aluminum parts for  air extraction, and an environmentally friendly alloy sealant. polyester powder  coating is applied through an electrostatic process and oven cured for long  term finish. m o untin g maximum weight: 6.9lbs (3.2kg) quanta is designed for ease of access and installation. the luminaire is designed for wall mount as an up or down light.  the mounting plate is designed to fit on a 4 (102) octagonal electrical box  using  3 1/2 (89) c/c mounting holes. cer tifi c ati o n tested to ul1598 and csa 22.2 #250. etl listed wet location. photometric testing performed by an independent laboratory in accordance  with ies lm-79-08 standards at 25oc. lumen depreciation in accordance with  iesna lm80 standards.  ce certification on request. rated ip65. 	   1   full 	 cutoff 	 luminaire down 	 light 	 position 1 6 5 4 3 2 7 down 	 light 	 position up 	 light 	 position QT500 	 quanta - led  QT500 1-   cast aluminum mounting plate. 2-   removable sealed  cast aluminum end  cover, with embedded silicone one  piece molded gasket. 3-   driver sliding  tray for ease of access  and maintenance.  4-   one piece  extruded aluminum housing. 5-   led heat  dissipating plate. 6-   led optical  light control. 7-   clear tempered  sealed lens. october 2013 rev 0 7.3125 (186) 5.125 (130) 4.5 (114) 7.75 (197)  luminis.com

 luminaires may be altered for design improvement or discontinued without prior notice.  unless specified, lamps are not included with luminaires. toll free: 866.586.4647 fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada h9r 5l5   luminis 2 no t e:   all above  wattage values are based on 277v, tested at 25o c ambient temperature.      wattage may  vary by approx. +/- 10% for other voltages or changes in ambient temperature.                      lumens output  will remain constant. 3000 1000 300 1200 QT500 	 quanta - led  op ti o ns n o t e s 1-   luminaires are  factory prewired for 120v (if no voltage is specified.) mounting 	 df   inner frosted  lens - 10% light loss 	 ad j s   adjustment mechanism  and short arm extension 	 ad j l   adjustment mechanism  and long arm extension elec t r i cal standa r d 	co l or s 	 wht   snow white 	 bkt   jet black 	 bzt   bronze 	 mst   matte silver 	 grt   titanium gray 	 dgt   gun metal 	 cht   champagne o p ti o nal	 co l or s 	 cs   custom color 	 ral   ral# color (refer  to color chart) luminai re	 s e l ec ti o n 	 120v  	 277v optional  	 347v outdoor report   polar graph outdoor  report   polar graph QT500-l1w30-r37 QT500-l1w30-fwt descriptive 	 information 	 total lms:  1754 lumens   total input watts: 27 w source: led total efficiency: 64%   bug rating:  b2-u0-g0 cct: 4000ok light beam: 40o beam angle descriptive 	 information 	 total lms:  1789 lumens   total input watts: 28w source: led total efficiency: 63%   bug rating:  b1-u0-g0 cct: 4000ok distribution: type iii please visit our web site www.luminis.com for complete i.e.s formatted download data. m o del# led l ig h t   selec tion l ig h t   d i s t r i b ution v o l t a g e  1 f ini sh t yp i c al 	p ho t o m e t ry 	 s umma ry su ff ix   l1w12   l1w18   l1w30 in p ut w a tt s 12w 19w 27w del i vered  l u me n s 785 1250 1754   cr i 80 cc t  ok 4000 ok re fl ec t or	 s uffi x   r17   17o   beam   r37   37o   beam (standard)   r60   60o   beam   fwt   forward throw su ff ix   l1w12   l1w18   l1w30 in p ut w a tt s 12w 19w 28w del i vered  l u me n s 765 1205 1789   cr i 80 cc t  ok 4000 ok down light or up light luminaire position may be reversed on site. forward throw down light or up light 	 QT500-fwt   QT500-r37 	 fs   fuse 	 ph  photocell 	 347l   347v input  power driver 	 alternate cct  ok led 	 	 k3   3000ok cct  led	 	 k35   3500ok cct  led inares ybltdyfsoyl 8.75 (222) ad j s : adjustment mechanism with 0-45o rotation, including  locking position with angular indicator. sealed power  cable. cast aluminum wall mounting plate. 18 (457) ad j l: a djustment mechanism with 0-60o  rotation, including locking position  with angular indicator. sealed  power cable. length of arm may be factory  cut to size. max. o.a. extension  30(762). cast aluminum wall  mounting plate. op tion  de t a i ls  luminis.com    

 luminaires may be altered for design improvement or discontinued without prior notice.  unless specified, lamps are not included with luminaires. toll free: 866.586.4647 fax: 514.683.8872 260 labrosse, pointe-claire (qc) canada h9r 5l5   luminis 3 QT500 	 quanta - led  1.625 (41 mm) ? .312  (7.9 mm) 2.75 (70 mm) 3.5   (89 mm) a b 4.75   (121 mm) use holes spaced at  2.75 to ensure luminaire  horizontal position. mounting instructions are  applicable to the following  models: m o untin g	 inst r u c ti o ns i nstallati o n	 proce du re: not e:  do not  energize luminaire until installation is completed. this product must be installed in accordance with  applicable installation codes by a person familiar with  the construction and operation of the product and  hazards involved. while installing the luminaire over the adaptor plate  ( b )  insert excess  wiring into junction box. secure luminaire in position using set screws.  ( c ) 1)   install the round universal mounting plate  (a)  onto the 4 electrical  junction box, using the 3-1/2 c/c mounting holes.  2)   install the  luminaire adaptor plate  ( b )  over the universal mounting  plate  (a)  important: make sure that luminaire adaptor plate  ( b )   is horizontally leveled. rotate universal mounting plate  (a)   if  necessary.  some luminaires may exceed 25 lbs. and will require additional  mounting hardware to secure mounting plate  to the wall surface.  (mounting screws are not included)  fre:86.547f.a8x.4  luminis.com
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