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		  Datasheet File OCR Text:


		  10w 295mm 12v ac electronic linear module ac led technology by lynk labs compatible with phase-cut dimmers 5 yr. warranty when used with trp 12v ac power supply 12w 295mm 12v ac led module - specifcations model  number input   power (w) input    voltage  (vac) color  temp  (k) lumens lpw 99031 10 12 2200   638 64 99264 10 12 2700 653 65 99032 10 12 3000 660 66 99265 10 12 3500 673 67 99033 10 12 4000 680 68 99034 10 12 5000 696 70 99035 10 12 5700 706 71 applications ?   linear lighting ?   cove lighting ?   under cabinet lights ?   step lights ?    accent  lights  ?   garden lights ?   display lights features ?   compatible with existing electronic  12v ac power supplies  ?   polarity independent ?   reliable, fast and easy - plug & play ?   compatible with most existing leading edge    or trailing edge phase cut ac dimmers  ?   high power effciency ?   high power factor ?   signifcant energy savings  ?   durable light source ?   long operating life dimensions:  295 0.254 mm l x 10 0.254mm w x 2mm 10% h specifcations drive voltage: power with trp #99002, 99004    or 99006 electronic transformer.   not to exceed 13v. ac current: 840ma @25oc typical; 1167ma max power dissipation: 11.8w typical; 147w max life: 50,000 hrs, if used as specifed luminous flux: 660 lm @3000k luminous effcacy: 66 lpw 10% @3000k viewing angle: 120 deg operating temp: -25oc to +100oc storage temp: -40oc to +100oc soldering temp: 370oc 147.3 141.2 128.9 116.6 104.3 92.1 79.8 67.5 55.2 43.0 30.7 18.4 6.1 0.0 6.1 18.4 30.7 43.0 55.2 67.5 79.8 92.1 104.3 116.6 128.9 141.2 147.3 0.0 4.9 4.9 0.8 1.2 modules can be daisy-chained, limit of 4 per chain. rev 4-9-15 low voltage ac led modules offer an effective replacement for    incandescent, xenon or halogen lamps. patented ac led technology    eliminates the need for an ac-dc driver. compatible with existing    magnetic or electronic 12v ac power supplies.  thomas research products  ?  1215 bowes rd  ?   elgin, il 60123  ?  t 847-515-3057  ?  f 847-515-3047  ?  www.trpssl.com specifcations subject to change without notice. trademarks are property of their respective owners. 

 pg 2 of 6 12w 295mm 12v linear ac led light engine ac led by lynk labs  thomas research products  ?  1215 bowes rd  ?   elgin, il 60123  ?  t 847-515-3057  ?  f 847-515-3047  ?  www.trpssl.com   ssl solutions faster than the speed of light ?
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 pg 4 of 6 12w 295mm 12v linear ac led light engine ac led by lynk labs  thomas research products  ?  1215 bowes rd  ?   elgin, il 60123  ?  t 847-515-3057  ?  f 847-515-3047  ?  www.trpssl.com   ssl solutions faster than the speed of light ?

 pg 5 of 6 typical electrical & optical characteristic curves:  with current limiting resistor relative power /  voltage relative luminous flux /  voltage 10.0v 10.5v 11.0v 11.5v 12.0v 12.5v 13.0v 0% 50% 100% 150% 10.0v 10.5v 11.0v 11.5v 12.0v 12.5v 13.0v 0% 50% 100% 150% lumen thermal de-rating curve (ta=25 c) 25 30 35 40 45 50 55 60 65 75 70 80 85 70% 80% 75% 95% 90% 85% 100% (c) 12w 295mm 12v linear ac led light engine ac led  ln la  thomas research products  ?  1215 bowes rd  ?   elgin, il 60123  ?  t 847-515-3057  ?  f 847-515-3047  ?  www.trpssl.com   ssl solutions faster than the speed of light ?

 pg 6 of 6 packaging ? led modules will be packaged in trays for primary protection. ?    according to the total delivery amount, cardboard boxes will be used to protect the trays of led modules from mechanical shocks during transportation. ? the boxes are not water resistant and therefore must be kept away from water and moisture.   reliability and average lumen maintenance before releasing new products the manufacturer puts a representative product sample set through an entire suite of qualifcation tests, including the most stressful  test for high power leds, the wet high-temperature operating life (whtol) test at 85c/85%rh for 1000 hours at the specifed operating current. led lifetime has been extrapolated based on the accumulated operating and accelerated aging data. based on this data, the manufacturer projects that the led  products will deliver, on average, 70% lumen maintenance at 50,000 hours of operation at the specifed operating current, provided that the case temperature is  maintained at or below 80c. design considerations/specifcations thermal management requirements ? heat sink required (22 square cm/watt surface area) ? thermal epoxy C no mechanical mounting required ? thermal tape C no mechanical mounting required ? thermal grease C mechanical mounting required mechanical mounting ? use nylon washers for all mounting holes when using screws. ? do not put force on leds. ? do not bend pcb. electrical interface ? solder pads 90 0 10 20 30 40 50 60 70 80  0  30  60  90 0.5 1 0.0 0.5 1.0 -1 -0.5 0 0.5 1 radiation angle relative luminosity (a.u.) 12w 295mm 12v linear ac led light engine ac led by lynk labs  thomas research products  ?  1215 bowes rd  ?   elgin, il 60123  ?  t 847-515-3057  ?  f 847-515-3047  ?  www.trpssl.com   ssl solutions faster than the speed of light ?
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