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		                          fsw fsw fsw fsw- -- -0512 0512 0512 0512       fast ethernet switch fast ethernet switch fast ethernet switch fast ethernet switch              one world_one brand_one level_   digital data communications gmbh.  zeche-norm st. 25, 44319, dortmund, germany  all mentioned brand names are registered trademarks  and property of their owners.  technical specifications are subject to change with out notice .    ? 2008 all rights reserved   www.level1.com    h/w ver. h/w ver. h/w ver. h/w ver.1.0 1.01.0 1.0       5-port 10/100 pd switch  product overview  the levelone FSW-0512 is a compact 5-port fast ethe rnet switch with a pd port  that allows this switch to receive its power requir ement from a poe (pse)switch  or  poe  injector.  it  is  a  high-performance,  cost-eff ective  and  easy  to  use  network switch for expanding home and office networ ks.    power from poe switch or injector  the poe(pd) switch receives its power from a networ k poe pse (power sourcing  equipment)  ,  allowing  for  a  flexible  and  easy  to  in stall  network  switch  for  expanding the current lan.     .    plug-and-play expansion of home/office network  the  levelone  5-port  fast  ethernet  switch  is  an  easy   to  install  plug-and-play  switch, allowing users to either create a local are a network (lan) or connect  additional  network  devices,  such  network  cameras,  s torage  devices  or  print  servers, to an established network.    fast ethernet switching architecture  the  FSW-0512  delivers  200mbps  bandwidth  per  port  in   full-duplex  mode  and  incorporates  a  non-blocking  wire-speed  switching  ar chitecture  for  seamless  transferring of data through the network.     all ports support auto-negotiation and auto-mdi/mdi x sensing, eliminating the  need  for  crossover  cables  or  uplink  ports.  each  por t  can  be  used  as  general  network  ports  or  as  connecting  ports  into  a  router,   server,  hub  or  another  network switch.            FSW-0512  key features  ?   pd  network  switch  for  flexible  and  easy  installation  without  the  need  for  a  power  adapter  ?   complies  with  ieee  half-  and  full-duplex  standards  ?   features  5  auto-negotiation  rj45  ports  supporting auto-mdi/mdix  ?   full  led  display  panel  for  error  detection  and network monitoring   ?   compact  design  for  desktop  or  wall- mounting  ?   plug-and-play  enabled  for  easy  setup  and configuration    

                         fsw fsw fsw fsw- -- -0512 0512 0512 0512       fast ethernet switch fast ethernet switch fast ethernet switch fast ethernet switch              one world_one brand_one level_   digital data communications gmbh.  zeche-norm st. 25, 44319, dortmund, germany  all mentioned brand names are registered trademarks  and property of their owners.  technical specifications are subject to change with out notice .    ? 2008 all rights reserved   www.level1.com    h/w ver. h/w ver. h/w ver. h/w ver.1.0 1.01.0 1.0       technical specification  network interface  standards   ieee 802.3 10base-t ethernet  ieee 802.3u 100base-tx fast ethernet  ieee 802.3x flow control and back pressure  ieee 802.3af  network interface   4x 10/100mbps rj-45 ports  1x 10/100mbps rj-45 poe (pd) port   network cables  10base-t: 2-pair utp/stp cat.3/4/5, up to 100 m  100base-tx: 2-pair utp/stp cat. 5, up to 100 m  data transfer rate  ethernet: 10mbps (half-duplex)  ethernet: 20mbps (full-duplex)  fast ethernet: 100mbps (half-duplex)  fast ethernet: 200mbps (full-duplex)  switching protocol  csma/cd  switch architecture  store-and-forward  mac address table  2k  buffer memory  1m bits  physical specifications  led  power, link/activity  temperature  operating: 0c ~ 55c  storage: -20c ~ 90c  humidity  operating: 10% ~ 90% (non-condensing)  dimension & weight  130mm (l) x 77mm (w) x 24mm (h)  certifications  fcc class a  ce    package contents  FSW-0512 fast ethernet switch  user guide    product diagram               order information   FSW-0512:        5-port 10/100 pd switch    
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