

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						0601J			2SD1517			203750G			2SA1671			HC40600			LBN12019			LC72136M			HPR423			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				ATS-1108-C1-R0 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  for further technical information, please contact advanced thermal solutions, inc.    89-27 access road, norwood, ma 02062 usa  | t: 781.769. 2800  f: 781.769.9979 | www.qats.com   product details     ats part # ATS-1108-C1-R0       features & benefts   maxiflow tm  heat sink for    full brick dc-dc converter rev2_0114   ? high performance maxiflow tm  design features less  pressure drop and more surface area that maximizes  the effective convection (air) cooling   ? hole pattern fits standard full power brick modules   ? pre-assembled with chomerics t766 phase change  material   ? heat sink assembly packaged with 3 sets of screws  (m3 philips pan head) at 5, 6 and 8 mm lengths thermal performance *image is for illustration purposes only. air velocity thermal resistance ft/min m/s c/w (unducted flow) c/w (ducted flow) 200 1.0 9.36 1.63 300 1.5 6.82 400 2.0 4.89 500 2.5 3.69 600 3.0 2.87 700 3.5 2.35 800 4.0 1.99 assembly part number  length (mm)   4 screws per set ats-1108-c2-r0  5 ats-1108-c3-r0   6 ats-1108-c4-r0   8 dimension    a dimension    b dimension    c dimension    d dimension   e dimension   f interface  material finish 116.80 mm 61.00 mm 6.10 mm 61.60 mm 50.80 mm 106.68 mm chomerics   t766 gold    anodized notes: 1)  thermal performance data are provided for reference only. actual performance may vary   by application. 2)  ats reserves the right to update or change its products without notice to improve the  design or performance. 3)  standard lead time is 4-6 weeks aro. 4)  contact ats to learn about custom options available. 5)  d imension d = heat sink height from bottom of the base to the top of the fn feld. 6)  d imension e = hole width 7)  d imension f = hole length
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