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		  Datasheet File OCR Text:


		  3.86w  x 8.03l x 1.57h 320 watts output power single output universal 90-264vac input 5vdc to 48vdc outputs 4242vdc input to output isolation active power factor correction model number  output voltage   output amps (max)   ripple & noise max.   effciency  single output pmk320s-5e  5 vdc  60  100mv pk-pk      71%     pmk320s-12e  12 vdc  26.7  120mv pk-pk      77%     PMK320S-15E  15 vdc  21.4  150mv pk-pk      79%     pmk320s-24e  24 vdc  13.4  150mv pk-pk      79%     pmk320s-36e  36 vdc  8.9  150mv pk-pk      81%     pmk320s-48e  48 vdc  6.7  150mv pk-pk      81%     all specifcations are typical at nominal input, full load, and 25c unless other - wise noted  320 watt enclosed switching power supply with pfc pmk320e  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 input specifications   input voltage range   90-264 vac; nom: 100-240vac   frequency range  47-63 hz  power factor correction  0.95, min. nom i/p, fl   iinrush current (115/230 i/p)   30a  /  60a  cold start, fl*  input current (ll/hl)  5.4 amps max. / 1.8 amps max.   leakage current   98 3.86 178 7.01 203.9 8.03 fg acl 110 4.33 40 1.57 38 1.50 23.9 .94 21 .83 acn 151.1 5.95 50.8 2.00 23.6 .93 12.7 .50 +vo(5v) com com com +vo +vo -s +s s/d gnd units:mm (in) weight:  pmmk320-a193 proprietary and confidential the information contained in this drawing is the sole property of .  any  reproduction in part or as a whole without the written permission of  is  prohibited. comments: sheet 1 of 1 q.a. mfg appr. eng appr. checked drawn date name dimensions are in inches tolerances: fractional angular: mach      bend  two place decimal     three place decimal   next assy used on application do  not  scale  drawing finish material rev. a dwg.  no. size scale:1:1 mechanical dimensions m3   i : 3p 8.25    o : 6p 8.25     320 watt enclosed switching power supply with pfc pmk320e  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458

 output derating curve a a a s s s t t t r r r o o o d d d y y y n n n e e e p p p a a a c c c i i i f f f i i i c c c c c c o o o r r r p p p e e e l l l e e e c c c t t t r r r i i i c c c a a a l l l s s s p p p e e e c c c i i i f f f i i i c c c a a a t t t i i i o o o n n n 7. derating curve  0% 20% 40% 60% 80% 100% 120% -20  -10  10  20  30  40  50  60  70  load(%) ambient (  ) input voltage (vac) 60hz  ta=25  1. 5v    2. 12  15  24 36  48v   4214  320 watt enclosed switching power supply with pfc pmk320e  series www.astrodynetdi.com astrodyne usa: 1-800-823-8082 astrodyne pacific: 886-2-26983458
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