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		  Datasheet File OCR Text:


		  single-in-line conformal coated resistor/capacitor networks cr series   4 to 14 leads   standard and custom circuits   space saving design resistors bi technologies    irc    welwyn 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronics.com/resistors all parts are pb-free and comply with eu directve 2011/65/eu (rohs2) single-in-line conformal coated  resistor/capacitor networks cr series   4 to 14 leads   standard and custom circuits   space saving design electrical (capacitor) electrical (resistor) dielectric table rated voltage 25vdc, 50vdc, 100vdc capacitance range 10pf to 1f (custom 2.2pf to 10pf max.) tolerance j tol. 5% k tol. 10% m tol. 20% z tol. +80% to -20% temperature coefcient (% of change) refer to dielectric table operatng temperature range cg, sl & x7r: -55c to +125c y5v: -30c to +85c power dissipaton, wats, at 70c 1/8 to 1/4 per resistor operatng voltage, maximum 100vdc standard resistance range, ohms 10 to 2.2 meg standard resistance tolerance g. tol. 2% j tol. 5% k tol. 10% temperature coefcient of resistance 100 to 300ppm/c operatng temperature range -55c to +125c dielectric code characteristcs values sl s +350/-1,000/c 10pf to 3,300pf x7r x 15% (-55 to +125c) 680pf to 47nf, (50v: 100pf to 1f) y5v y +22% to -82% (-30 to +85c) 10pf to 1,500pf cg (npo) cg 30ppm/c 10pf to 1,500pf specifcatons subject to change without notce. ma ke  p ossibl e resistors all parts are pb-free and comply with eu directve 2011/65/eu (rohs2) 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronicsresistors.com single-in-line conformal coated  resistor/capacitor networks cr series   4 to 14 leads   standard and custom circuits   space saving design electrical (capacitor) electrical (resistor) dielectric table rated voltage 25vdc, 50vdc, 100vdc capacitance range 10pf to 1f (custom 2.2pf to 10pf max.) tolerance j tol. 5% k tol. 10% m tol. 20% z tol. +80% to -20% temperature coefcient (% of change) refer to dielectric table operatng temperature range cg, sl & x7r: -55c to +125c y5v: -30c to +85c power dissipaton, wats, at 70c 1/8 to 1/4 per resistor operatng voltage, maximum 100vdc standard resistance range, ohms 10 to 2.2 meg standard resistance tolerance g. tol. 2% j tol. 5% k tol. 10% temperature coefcient of resistance 100 to 300ppm/c operatng temperature range -55c to +125c dielectric code characteristcs values sl s +350/-1,000/c 10pf to 3,300pf x7r x 15% (-55 to +125c) 680pf to 47nf, (50v: 100pf to 1f) y5v y +22% to -82% (-30 to +85c) 10pf to 1,500pf cg (npo) cg 30ppm/c 10pf to 1,500pf specifcatons subject to change without notce. ma ke  p ossibl e resistors all parts are pb-free and comply with eu directve 2011/65/eu (rohs2) 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronicsresistors.com

 single-in-line conformal coated resistor/capacitor networks cr series bi technologies    irc    welwyn 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronics.com/resistors single-in-line conformal coated  resistor/capacitor networks cr series schematcs 1 23 45 ... n- 2n n-1 r1 r1 r1 r2 r2 r2 cc c 12 34 5 ... n- 2n n-1 r2 r2 r2 cc c r1 r1 r1 12 34 5 ... n- 2n n-1 r1 r1 r1 cc c r2 r2 r2 12 34 5 ... n- 2n r2 r2 r2 r1 r1 r1 c c c 12 34 5n r2 r2 r2 cc c r1 r1 r1 ... n-1 12 34 5n r2 r2 r2 cc c r1 r1 r1 ... n-1 c c c r rr 12 34 5 ... n- 1n c c c r rr 12 34 5 ... n- 1n c c c r rr 12 34 5 ... n- 1n c c c r rr 12 34 5 ... n- 1n c c c rr r 12 34 ... n- 1n c r 12 3 ... n- 1n cc cc rr rr c r r r r 12 34 ... n- 1n r r r r 12 34 ... n- 1n r cc cc c -a circuit -g circuit t i u c r i c   c - t i u c r i c   b - t i u c r i c   i - t i u c r i c   h - -k circuit - t i u c r i c   m - t i u c r i c   l t i u c r i c   t - t i u c r i c   s - t i u c r i c   n - t i u c r i c   1 - t i u c r i c   u - specifcatons subject to change without notce. ma ke  p ossibl e 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronicsresistors.com

 single-in-line conformal coated resistor/capacitor networks cr series bi technologies    irc    welwyn 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronics.com/resistors outline dimensions (inch/mm) typical part marking .300 7.62 max. .100(2.54mm) x n + .050(1.27mm) max. .100.010 2.540.25 .130 3. 3 max. .1380.03 3.50. 8 n = # of lead s 423 cr8 - a - 001 lead #1 indicator logo mode ld ate code single-in-line conformal coated  resistor/capacitor networks cr series ma ke  p ossibl e 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronicsresistors.com

 single-in-line conformal coated resistor/capacitor networks cr series bi technologies    irc    welwyn 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronics.com/resistors ordering informaton model series no. of leads:   4 to 14 pins circuit type resistance code:   101 = 100 resistance tolerance and tcr:   g =   2%, tcr =   100ppm / ? c   j =   5%, tcr =   200ppm / ? c   k =   10%, tcr =   200ppm / ? c capacitance code:   101 = 100pf rated voltage:   2 = 25vdc   5 = 50vdc   1 = 100vdc dielectric code:   x = x7r: 680pf ~ 47nf   y = y5v: 10pf ~ 1,500pf   c = cg (npo): 10pf ~ 1,500p f capacitor tolerance:   j  =   5%   k  =   10%   m =   20 %   z  = -20% to +80% cr    9    1    101    j    101    k    x     5 cr   10   a   001 model series no. of leads: 4 to 14 unique part number assigned by factory circuit type circuit 1 custom circuits a to u , (50v: 100pf to 1f) lf lf: rohs compliant lf lf: rohs compliant single-in-line conformal coated  resistor/capacitor networks cr series ma ke  p ossibl e 07.14 general note tt electronics reserves the right to make changes in product specifcation without notice or liability. all information is subject to tt electronics own data and is considered accurate at time of going to print. ? tt electronics plc www.ttelectronicsresistors.com




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CR91101J101MX1LF 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























