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		  Datasheet File OCR Text:


		  fpo innovation at your touch the ipcmini ion pump controller with intuitive 3.5 touch panel enables powering,  control, and monitoring of ion pumps ranging from 0.2 to 500 liters per second,  and ensures a completely new user experience. ?	 touch screen ?	 high current resolution (1na) for accurate reading in the low pressure range ?	 new istep voltage function improves start up in the low pressure range ?	 i/o response time  controller selection part numbers ipcmini standard unit ipcmini, 110/220v fischer hv, neg x3602-64000 ipcmini, 110/220v fischer hv, pos x3602-64001 ipcmini, 24 vdc, fischer hv, neg x3602-64002 ipcmini, 24 vdc, fischer hv, pos x3602-64003 ipcmini, 110/220v king hv, neg x3602-64020 ipcmini, 110/220v king hv, pos x3602-64021 ipcmini, 24 vdc, king hv, neg x3602-64022 ipcmini, 24 vdc, king hv, pos x3602-64023 ipcmini with ethernet ipcmini, 110/220v fischer hv, neg, eth x3602-64010 ipcmini, 110/220v fischer hv, pos, eth x3602-64011 ipcmini, 24 vdc, fischer hv, neg, eth x3602-64012 ipcmini, 24 vdc, fischer hv, pos, eth x3602-64013 ipcmini, 110/220v king hv, neg, eth x3602-64030 ipcmini, 110/220v king hv, pos, eth x3602-64031 ipcmini, 24 vdc, king hv, neg, eth x3602-64032 ipcmini, 24 vdc, king hv, pos, eth x3602-64033 accessories i/o adapter minivac/microvac to ipcmini x3602-68001 interlock adapter  ipcmini to safeconn x3602-68002 rs232 cable x3602-68003 power cord selection mains cable nema plug. 3 mt (10 ft) long 9699958 mains cable european plug. 3 mt (10 ft) long 9699957 power cord, china plug 10a 8121-0723 high voltage cables part numbers hv cable for miniature pumps, 2.5 meter (8 ft.)  9240122 hv radiation resistant cable, 4 meter (13ft).  fischer - king 9290706 hv radiation resistant cable, 4 meter (13ft).  fischer - fischer 9290705 hv radiation resistant cable, 7 meter (23 ft.).  fischer - fischer 9290707 hv radiation resistant cable, 10 meter (33 ft.).  fischer - fischer 9290708 hv radiation resistant cable, 20 meter (66 ft.).  fischer - fischer 9290709 hv cable bakeable, 4 meter (13ft.).  starcell - fischer 9290710 hv cable bakeable, 4 meter (13 ft.),  old varian - fischer 9290712 hv cable w/o interlock, shv, 4 meter (13ft.). shv - fischer 9290710m023 hv cable w/o interlock, shv, 7 meter (23ft.).  shv - fischer 9290710m024 hv cable w/o interlock, shv, 10 ?meter (33ft.).  shv - fischer 9290710m025 hv cable w/o interlock, shv, 20 meter (66t.).  shv - fischer 9290710m024 ordering information version with king connector version with fischer connector dimensions: mm [inches] www.agilent.com/chem/vacuum united states agilent technologies  121 hartwell avenue, lexington ma 02421, usa toll free: +1 800 882 7426 vpl-customercare@agilent.com e urope and other countries agilent technologies italia spa  via f.lli varian 54, 10040 leini, (torino), italy toll free: 00 800 234 234 00 vpt-customercare@agilent.com this information is subject to change without notice. ? agilent technologies, inc. 2018   printed in italy, january 2018    no tes 1 h 2 3 4 5 6 7 8 9 10 11 a2 g f e d c b a h g f e d c b a 1 2 3 4 5 6 7 8 9 10 11 12 this document and an y associa ted d a t a c ont ain restric ted inform a tion  tha t is a gilent  technol ogies pr oper t y . onl y discl ose or duplic a te for o thers as a uthorized b y a gilent  technol ogies. a gilent restric ted >30 120 0.8 0.3 30 dimension changed from dr a wn re vision checked d a te job order weld c onstr number position m a chining o ther 0.5 0.2 >0 angle  r a (um): 2000 1000 315 c oncentrici t y perpendiculari t y p ar allelism dr a wing no . dr a wn size d a te 0.8 1 0.5 2 3 1.2 4 2 checked re vision scale : : : >1000 >315 >120 >2000 class r ohs and o ther envir onment al requirement s per 5951-1745-2. +0,4 -0,2 iso 13715 c appuzz o 25/05/2017 1:2 a2 x3602-90000 01 p 01 ipcm ini outline dimensions  a r e : mm [ inches ] x3602-60100 / 60101 ipcm ini unit assy fisch h.v . x3602-60102 / 60103 ipcm ini unit assy 24v fisch h.v . x3602-60110 / 60111 ipcm ini unit assy fisch h.v . e th x3602-60112 / 60113 ipcm ini unit assy 24v fisch h.v .  e th x3602-60120 / 60121 ipcm ini unit assy king h.v . 91.4 3.6 122.5 4.8 ? 3.7 0.1 x3602-60122 / 60123 ipcm ini unit assy 24v king h.v . x3602-60130 / 60131 ipcm ini unit assy king h.v .  e th x3602-60132 / 60133 ipcm ini unit assy 24v king h.v . e th version    with   c onn. h. v .   king version   with   c onn. h.v .   fischer 245 [9.6] 27.7 [1.1] max 109.4 [4.3] 129.4 [5.1] 106.4 [4.2] 98.4 [3.9] 245 [9.6] 4.3 [0.2]  no tes 1 h 2 3 4 5 6 7 8 9 10 11 a2 g f e d c b a h g f e d c b a 1 2 3 4 5 6 7 8 9 10 11 12 this document and an y associa ted d a t a c ont ain restric ted inform a tion  tha t is a gilent  technol ogies pr oper t y . onl y discl ose or duplic a te for o thers as a uthorized b y a gilent  technol ogies. a gilent restric ted >30 120 0.8 0.3 30 dimension changed from dr a wn re vision checked d a te job order weld c onstr number position m a chining o ther 0.5 0.2 >0 angle  r a (um): 2000 1000 315 c oncentrici t y perpendiculari t y p ar allelism dr a wing no . dr a wn size d a te 0.8 1 0.5 2 3 1.2 4 2 checked re vision scale : : : >1000 >315 >120 >2000 class r ohs and o ther envir onment al requirement s per 5951-1745-2. +0,4 -0,2 iso 13715 c appuzz o 25/05/2017 1:2 a2 x3602-90000 01 p 01 ipcm ini outline dimensions  a r e : mm [ inches ] x3602-60100 / 60101 ipcm ini unit assy fisch h.v . x3602-60102 / 60103 ipcm ini unit assy 24v fisch h.v . x3602-60110 / 60111 ipcm ini unit assy fisch h.v . e th x3602-60112 / 60113 ipcm ini unit assy 24v fisch h.v .  e th x3602-60120 / 60121 ipcm ini unit assy king h.v . 91.4 3.6 122.5 4.8 ? 3.7 0.1 x3602-60122 / 60123 ipcm ini unit assy 24v king h.v . x3602-60130 / 60131 ipcm ini unit assy king h.v .  e th x3602-60132 / 60133 ipcm ini unit assy 24v king h.v . e th version    with   c onn. h. v .   king version   with   c onn. h.v .   fischer 245 [9.6] 27.7 [1.1] max 109.4 [4.3] 129.4 [5.1] 106.4 [4.2] 98.4 [3.9] 245 [9.6] 4.3 [0.2]  no tes 1 h 2 3 4 5 6 7 8 9 10 11 a2 g f e d c b a h g f e d c b a 1 2 3 4 5 6 7 8 9 10 11 12 this document and an y associa ted d a t a c ont ain restric ted inform a tion  tha t is a gilent  technol ogies pr oper t y . onl y discl ose or duplic a te for o thers as a uthorized b y a gilent  technol ogies. a gilent restric ted >30 120 0.8 0.3 30 dimension changed from dr a wn re vision checked d a te job order weld c onstr number position m a chining o ther 0.5 0.2 >0 angle  r a (um): 2000 1000 315 c oncentrici t y perpendiculari t y p ar allelism dr a wing no . dr a wn size d a te 0.8 1 0.5 2 3 1.2 4 2 checked re vision scale : : : >1000 >315 >120 >2000 class r ohs and o ther envir onment al requirement s per 5951-1745-2. +0,4 -0,2 iso 13715 c appuzz o 25/05/2017 1:2 a2 x3602-90000 01 p 01 ipcm ini outline dimensions  a r e : mm [ inches ] x3602-60100 / 60101 ipcm ini unit assy fisch h.v . x3602-60102 / 60103 ipcm ini unit assy 24v fisch h.v . x3602-60110 / 60111 ipcm ini unit assy fisch h.v . e th x3602-60112 / 60113 ipcm ini unit assy 24v fisch h.v .  e th x3602-60120 / 60121 ipcm ini unit assy king h.v . 91.4 3.6 122.5 4.8 ? 3.7 0.1 x3602-60122 / 60123 ipcm ini unit assy 24v king h.v . x3602-60130 / 60131 ipcm ini unit assy king h.v .  e th x3602-60132 / 60133 ipcm ini unit assy 24v king h.v . e th version    with   c onn. h. v .   king version   with   c onn. h.v .   fischer 245 [9.6] 27.7 [1.1] max 109.4 [4.3] 129.4 [5.1] 106.4 [4.2] 98.4 [3.9] 245 [9.6] 4.3 [0.2] 
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