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		  Datasheet File OCR Text:


		  http://www.murata.com/ data sheet ! note: 1. this datasheet is downloaded from the website of murata manufacturing co., ltd. therefore, it?s specifications are subject t o change or our  products in it may be discontinued without advance notice. please check with our sales representatives or product engineers bef ore ordering. 2. this datasheet has only typical specifications because there is no space for detailed specifications. therefore, please appr ove our product  specifications or transact the approval sheet for product specifications before ordering. 2011.7.7 capacitors > monolithic safety standard certified � the rohs compliance means that we judge from eu directive 2002/95/ec the products do not contain lead, cadmium, mercury, hexa valent  chromium, pbb and pbde, except exemptions stated in eu directive 2002/95/ec annex and impurities existing in natural world. � this statement does not insure the compliance of any of the listed parts with any laws or legal imperatives developed by any  eu members  individually with regards to the rohs directive. chip monolithic ceramic capacitors safety standard certified type gc (ul, iec60384-14 class x1/y2) GA355DR7GC102KY02L  (2220, x7r, 1000pf, ac250v(r.m.s.)) rohs regulation conformity parts o   for your new designs, alternative parts should be used. these parts should be used only for existing design. please consult wit h us for details. o   this data sheet is applied to safety standard certified chip monolithic ceramic capacitor type gc for your design.  o   solderability of tin plating termination chip might be deteriorated when low temperature soldering profile where peak solder te mperature is below the tin  melting point is used. please confirm the solderability of tin plating termination chip before use. o   l t w e e g (in mm) plese refer to 'caution' and 'notice' for the other details.   dimensions length l 5.7mm  0.4mm width w 5.0mm  0.4mm thickness t 2.0mm  0.3mm electrode e 0.3mm min. electrode g (min.) 4.0mm   rated value murata pn code spec temperature char. r7 x7r (eia),   15% capacitance 102 1000pf capacitance tol. k  10% rated voltage gc ac250v(r.m.s.)   packaging code packaging minimum quantity l 180mm embossed tape 1000   specifications standard no. rated voltage class line by-pass ul vde bsi semko esti ul1414 iec 60384-14 en 60384-14 en 60065 (14.2) iec 60384-14 en 60384-14 iec 60384-14 en 60384-14 iec 60384-14 ac250v (r.m.s.) x1, y2 please refer to  'safety standard certified type gc/gd/gf/gb specifications and test methods' pdf file.   standard certification
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